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Partners for accuracy
ABOUT GENTEC-EO

Located in the heart of the Quebec Optical Hub, in beautiful Quebec 
City, Canada, Gentec Electro-Optics (Gentec-EO) has a long history in 
ʻɁȇ ɠǁʮȇʦ ɲȇǁʮˋʦȇɲȇɴʻ ̌ȇɠǿ֥ ƘɆʻɁ ǁ ʻʦǁǸɝ ʦȇǸɿʦǿ ɿȷ ɿˢȇʦ ҩҤ ˮȇǁʦʮ ɿȷ 
innovation and providing quality solutions for laser power and energy 
measurement applications from the factory to the hospital and 
laboratory, Gentec-EO stands ready to serve you now and in the 
future.
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Low power measurement
POWER DETECTORS

	• Photodetectors for measurements up to 750 mW
	• Available from UV to IR
	• Silicon, UV-silicon and germanium sensors
	• ě^֥ҧ֫ě^ҥ֫ě^Ҧ ǁʻʻȇɴˋǁʻɿʦʮ ǁˢǁɆɠǁǷɠȇ

  FAST RESPONSE POWER DETECTORS

	• Compact laser power meter up to 800 mW
	• ҥҤ ˭ ҥҤ ɲɲ ǁʣȇʦʻˋʦȇ
	• Integrated OD1 slide-in attenuator
	• Color touchscreen display

  ľěłř!Vöh ᵎ h!Ŋƣ řě ŧŊh

	• öɿˣ ɴɿɆʮȇ ɠȇˢȇɠ֞ ɿɴɠˮ ᴢҤ֥ҩ ҢƘ
	• Ìł ̌ɠʻȇʦ ǁˢǁɆɠǁǷɠȇ
	• Available with volume absorber for short pulses

  THERMAL POWER DETECTORS WITH LOW NOISE

Our pyroelectric power detectors have the noise level of a photodetector, but with 
the large bandwidth of a pyroelectric sensor. They have everything you need to 
ǁǸǸˋʦǁʻȇɠˮ ɲȇǁʮˋʦȇ ȇ˭ʻʦȇɲȇɠˮ ɠɿˣ ʣɿˣȇʦʮ ȷʦɿɲ ʻɁȇ ^ŧƗ ʻɿ ʻɁȇ ·Ìł֥

	• 9 mm Ø aperture
	• VʦɿǁǿǷǁɴǿ֟ ̎ǁʻ ʮʣȇǸʻʦǁɠ ʦȇʮʣɿɴʮȇ
	• Very low noise, down to 5 nW

  MEASURE LOW POWER AT ANY WAVELENGTH

PH: PHOTODETECTORS

PRONTO-SI: ALL-IN-ONE PHOTODETECTOR + METER

XLP12: LOW-POWER THERMOPILES

COMPARISON TABLE - LOW POWER MEASUREMENT

UM: BROADBAND PYROELECTRIC DETECTORS

Available with

Available with

PH100-Si
PH100-SiUV

PH20-Ge
PRONTO-Si

UM-B
XLP12-H

0.35 - 1.08 μm
0.21 - 1.08 μm
0.80 - 1.65 μm
0.32 - 1.1 μm
0.10 - 20 μm
0.19 - 20 μm

pW nW mW W kW MWµW

Spectral range

http://gentec-eo.com/laser-power-meter
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PH

gentec-eo.com/laser-power-meter

10 pW to 750 mW, Si and Ge sensors

PH series detector
with OD attenuator

OD ATTENUATORS

	 LARGE APERTURES
10 mm Ø for the silicon sensors

	 3 VERSIONS

•ת Silicon: 350 - 1080 nm, up to 750 mW
•ת Silicon-UV: 210 - 1080 nm, up to 38 mW
•ת ¹ȇʦɲǁɴɆˋɲ֞ ҬҤҤ ׀ ҥҪҩҤ ɴɲ֟ ˋʣ ʻɿ ҩҤҤ ɲƘ

	 CHOICE OF ATTENUATORS
Models with attenuators include a calibration both 
ˣɆʻɁ ǁɴǿ ˣɆʻɁɿˋʻ ʻɁȇ ʦȇɲɿˢǁǷɠȇ ̌ɠʻȇʦ

	 HIGH ACCURACY
The PH100-SI-HA presents the lowest calibration 
uncertainty to date

	 PRECISE CALIBRATION
Wavelength selection in 1 nm steps

ą^ ̌ɠʻȇʦʮ ʮɿɠǿ Ɇɴ ɿʣʻɆɿɴ֥ 
When bought together, the 
detector is calibrated with 
and without the attenuator.

Stand with delrin post

ACCESSORIES

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

KEY FEATURES

Fiber adaptors & connectors
(FC, SC, ST and SMA)

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

MAESTRO

U-LINK and P-LINKUNO M-LINK

TUNERMIRO ALTITUDE

Isolation tubePelican carrying caseą^ ̌ɠʻȇʦʮ ַǁʻʻȇɴˋǁʻɿʦʮָ

http://gentec-eo.com/laser-power-meter
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PRONTO-SI

gentec-eo.com/laser-power-meter

0.3 nW - 800 mW power probe with touchscreen controls

USER INTERFACE

DATA TRANSFER TO PC

3 Displays for the measurements

Real-time display

Displays the measured
value with large digits
so you can see them

from a distance

Bargraph display

Adds a bargraph below
the measured value, for

an intuitive understanding
of the trend of your laser

Min/Max display

In addition to the real
time value, the device

displays the lowest
and highest values

Save your data and
transfer it to your PC

Adjust the
wavelength

Set the brightness
and orientation

	� POCKET-SIZE
řɁɆʮ ɠɿˣ ʣɿˣȇʦ ɠǁʮȇʦ ʣʦɿǷȇ Ɇʮ ʮɿ ǸɿɲʣǁǸʻ Ɇʻ ̌ʻʮ Ɇɴ ˮɿˋʦ 
ʣɿǸɝȇʻ֡

	 SLIM PROFILE
řɁȇ ʮȇɴʮɿʦ ʣǁʦʻ Ɇʮ ɿɴɠˮ Ҫ ɲɲ ʻɁɆǸɝ֟ ǁɠɠɿˣɆɴȺ Ɇʻ ʻɿ ̌ʻ 
into tight spaces

	 EASY TO USE
The color LCD touchscreen allows for a friendly user 
ɆɴʻȇʦȷǁǸȇ֥ ƣɿˋ Ǹǁɴ ɲǁɝȇ ǁ ɲȇǁʮˋʦȇɲȇɴʻ ˣɆʻɁ ɘˋʮʻ ʻɁȇ 
touch of a button!

	 VERY LOW POWER MEASUREMENTS
řɁǁɴɝʮ ʻɿ Ɇʻʮ ˢȇʦˮ ɠɿˣ ɴɿɆʮȇ ɠȇˢȇɠ ɿȷ ɿɴɠˮ ҥҤ ʣƘ֟ ʻɁȇ 
PRONTO-Si measures powers as low as 0.3 nW

	 SLIDE-IN ATTENUATOR
îˋʮʻ ʮɠɆǿȇ ʻɁȇ ě^ҥ ɆɴʻȇȺʦǁʻȇǿ ̌ɠʻȇʦ ʻɿ ʻɁȇ ěą ʣɿʮɆʻɆɿɴ 
and you can measure up to 800 mW of continuous 
ʣɿˣȇʦ ǁʻ ҩҧҦ ɴɲ ַɲǁ˭Ɇɲˋɲ ʣɿˣȇʦ ˢǁʦɆȇʮ ˣɆʻɁ 
wavelength)

	 DATA LOGGING
Save your data to the internal memory and then 
ʻʦǁɴʮȷȇʦ ʻɁȇɲ ʻɿ ˮɿˋʦ ľW ɿˢȇʦ ʻɁȇ ŧŊV ǸɿɴɴȇǸʻɆɿɴ

	 OPTIONAL FIBER OPTICS ADAPTOR
řɁȇ ̌Ƿȇʦ ɿʣʻɆǸʮ ǁǿǁʣʻɿʦ Ɇʮ Ɂȇɠǿ ʮȇǸˋʦȇɠˮ Ɇɴ ʣɠǁǸȇ ˣɆʻɁ 
a set screw and is compatible with OD attenuators

	 SERIAL COMMANDS
ŊȇʦɆǁɠ Ǹɿɲɲǁɴǿʮ ǁʦȇ ǁˢǁɆɠǁǷɠȇ ʻɿ ɠȇʻ ˮɿˋ ʻǁɝȇ ȷˋɠɠ 
control of your PRONTO from your PC.

KEY FEATURES

On/Off
and main menu

Slide-in attenuator

Flips closed
to protect the display and sensorSilicon sensor

Slim pro�le

Color LCD display with
touch screen controls

8-32 mounting
hole for post

USB connector for:
- Battery charging
- Data transfer to PC
- Internet upgrades

ACCESSORIES

Threaded adaptor 
for PRONTO-Si

Fiber adaptors

http://gentec-eo.com/laser-power-meter
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UM-B

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

	 VERY LOW NOISE LEVEL
Noise levels of a photodetector, but with the large  
bandwidth of a pyroelectric:

•ת Down to 5 nW when using the analog power 
module (APM)

	 VERY HIGH RESPONSIVITY
ŧʣ ʻɿ ҦҤ ҤҤҤ Ɨ֫Ƙ ˣɁȇɴ ˋʮɆɴȺ ʻɁȇ ǁɴǁɠɿȺ ʣɿˣȇʦ 
module (APM)

	 VERY LARGE BANDWIDTH
·ʦɿɲ ^ŧƗ ʻɿ ·Ìł ʻɁǁɴɝʮ ʻɿ ʣˮʦɿȇɠȇǸʻʦɆǸ ʻȇǸɁɴɿɠɿȺˮ

	� INCLUDES AN ISOLATING TUBE TO 
BLOCK UNDESIRED NOISE FROM THE 
ENVIRONMENT.

 

SDC-500 digital
optical chopper

Stand with delrin post

APM (D) analog power supply
ַȷɿʦ ŧāҭV׀Vö׀ö׀^Ҥָ

	 SMART DB15 CONNECTOR 
Contains all the calibration data
ÌɴǸɠˋǿȇǿ Ɇɴ ŧāҭV׀Vö׀^Ҥ ɲɿǿȇɠ ɿɴɠˮ

	 ANALOG OUTPUT
When used with APM (D) analog power supply

MAESTRO U-LINK

5 nW - 25 mW, radiometer for utra-low power measurements

Pelican carrying case

h˭ʻʦǁ ɆʮɿɠǁʻɆɿɴ ʻˋǷȇ

Fiber adaptors & connectors
(FC, ST and SMA)

http://gentec-eo.com/laser-power-meter
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XLP12
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OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

KEY FEATURES ACCESSORIES

12 mm Ø, 0.5 µW - 3 W, low power thermopile

Ìł ̌ɠʻȇʦ
(Mounted)

Pelican carrying caseFiber adaptors & connectors
(FC, ST and SMA)

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 LOW POWER THERMOPILE
Noise level of a photodetector with the large bandwidth  
and high power capacity of a thermal device

	 MINIMAL THERMAL DRIFT
ěɴɠˮ Ҫ ᴮƘ֫ᵔW ַˣɆʻɁ ʻɁȇ Ìł ̌ɠʻȇʦָ

	 HIGH SENSITIVITY

	 SPECIAL MODEL FOR ULTRASHORT PULSES
VP (volume absorber) version is perfect for low power 
lasers with ultrashort pulses (ps and fs)

	 IR FILTER (XLPF12 MODEL)
Removes unwanted IR interference

	 ISOLATION TUBE
hɠɆɲɆɴǁʻȇʮ ʣɿˣȇʦ ̎ˋǸʻˋǁʻɆɿɴʮ Ǹʦȇǁʻȇǿ Ƿˮ ǁɆʦ ʻˋʦǷˋɠȇɴǸȇ

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

h˭ʻʦǁ ɆʮɿɠǁʻɆɿɴ ʻˋǷȇ

http://gentec-eo.com/laser-power-meter
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UP10-H

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

ACCESSORIESKEY FEATURES

10 mm Ø, 0.1 mW - 2 W, fast & low power thermopile

Pelican carrying case

h˭ʻȇɴʮɆɿɴ WǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 LOW POWER THERMOPILE
Noise level of a photodetector with the  
large bandwidth and high power capacity  
of a thermal device

	 HIGH PERFORMANCE
Fast rise time (1.4 s)
ÇɆȺɁ ǿǁɲǁȺȇ ʻɁʦȇʮɁɿɠǿ ַҧҪ ɝƘ֫Ǹɲ2)

	 COMPACT DESIGN
ěɴɠˮ ҥҧ ɲɲ ʻɁɆǸɝ ַŧľҥҤľ ɲɿǿȇɠָ

	 ENERGY MODE
Measure single shot energy up to 3 J

IR Filter
(Mounted)

Isolation tube Fiber adaptors & connectors
(FC, ST and SMA)

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter
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UP12-H

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

KEY FEATURES

12 mm Ø, 1 mW - 110 W

Replacement cover  
ȷɿʦ ̌Ƿȇʦ ǁǿǁʣʻɿʦʮ

Pelican carrying Case

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 MODULAR CONCEPT
Increase the power capability of your 
detector: 3 different cooling modules

	 HIGH PERFORMANCE
Fast rise time (0.3 s)
ÇɆȺɁ ǿǁɲǁȺȇ ʻɁʦȇʮɁɿɠǿ ַҧҪ ɝƘ֫Ǹɲ2)

	 COMPACT DESIGN
ěɴɠˮ ҥҨ ɲɲ ʻɁɆǸɝ ַҥҤŊ ɲɿǿȇɠָ

	 ENERGY MODE
Measure single shot energy up to 5 J

ACCESSORIES

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up12e-10s-h5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up12e-20h-h5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up12e-70w-h5-d0?utm_source=catalog&utm_medium=link-click
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UP17-H/W
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OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

17 mm Ø, 1 mW - 7 W, ultra thin casing

Pelican carrying caseh˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 ULTRA THIN CASING
ěɴɠˮ ҥҤ֥ҫ ɲɲ ʻɁɆǸɝ֡

	 CHOICE BETWEEN 2 ABSORBERS

•ת Çҩ֞ ҧҪ ɝƘ֫Ǹɲ2

•ת Ƙҩ֞ ˋɴȇʥˋǁɠɠȇǿ ҥҤҤ ɝƘ֫Ǹɲ2

	 HIGH POWER TO SIZE RATIO
Ҫ Ƙ ǸɿɴʻɆɴˋɿˋʮ ʦȇǁǿɆɴȺ

	 ENERGY MODE
Measure single shot energy up to 200 J  
(with the W5 version)

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter
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UP19-H
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OUTPUT OPTIONS

19 mm Ø, 1 mW - 200 W

Isolation tube

Pelican carrying case12V power supplyFiber adaptors and connectors
(FC, SC or SMA)

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 MODULAR CONCEPT
Increase the power capability of your 
detector: 5 different cooling modules

	 HIGH PERFORMANCE
·ǁʮʻ ʦɆʮȇ ʻɆɲȇ ַҤ֥Ҫ ʮָ
ÇɆȺɁ ǿǁɲǁȺȇ ʻɁʦȇʮɁɿɠǿ ַҨҩ ɝƘ֫Ǹɲ2)

	 COMPACT DESIGN
ěɴɠˮ ҦҤ֥Ҫ ɲɲ ʻɁɆǸɝ ַҥҩŊ ɲɿǿȇɠָ

	 ENERGY MODE
Measure single shot energy up to 25 J

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER  
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-110f-h9-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-15s-h5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-200w-h9-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-30h-h5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-50l-h5-d0?utm_source=catalog&utm_medium=link-click


30

PRONTO-250
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3 MODELS FOR ALL YOUR MEASUREMENT NEEDS

CONNECTIVITY

ŧŊhł Ìąřhł·!WhŊ ֵŊŊľ āě^hֶ

KEY FEATURES

0.5 W - 250 W power probes with touchscreen controls

	� POCKET-SIZE
This mid to high power laser probe is so compact it 
̌ʻʮ Ɇɴ ˮɿˋʦ ʣɿǸɝȇʻ֡

	 EASY TO USE
The color LCD touchscreen allows for a friendly user 
ɆɴʻȇʦȷǁǸȇ֥ ƣɿˋ Ǹǁɴ ɲǁɝȇ ǁ ɲȇǁʮˋʦȇɲȇɴʻ ˣɆʻɁ ɘˋʮʻ 
the touch of a button!

	 DATA LOGGING
Save your data to the internal memory and then 
ʻʦǁɴʮȷȇʦ ʻɁȇɲ ʻɿ ˮɿˋʦ ľW ɿˢȇʦ ʻɁȇ ŧŊV ǸɿɴɴȇǸʻɆɿɴ֥

	 FROM LOW TO HIGH POWERS
řɁǁɴɝʮ ʻɿ ǁ ɠɿˣ ɴɿɆʮȇ ɠȇˢȇɠ ǁɴǿ ɁɆȺɁ ǿǁɲǁȺȇ 
threshold, the PRONTO can measure powers from 
0.5 W to 250 W.

	 THE FLEXIBILITY TO PICK THE CALIBRATIONS  
      YOU NEED

The PRONTO-250-FLEX offers three calibration 
options so you only pay for what you need:

•ת ^ȇȷǁˋɠʻ ǸǁɠɆǷʦǁʻɆɿɴ הƣ֞ו ȷɿʦ ˢɆʮɆǷɠȇ ʻɿ ąÌł 
wavelengths (248 nm to 2.5 µm) 

•ת !ǿǿɆʻɆɿɴǁɠ ǸǁɠɆǷʦǁʻɆɿɴ הW֞ו ȷɿʦ Wě2 ɠǁʮȇʦʮ ַҥҤ֥Ҫ ᴮɲָ
•ת !ǿǿɆʻɆɿɴǁɠ ǸǁɠɆǷʦǁʻɆɿɴ הh֞ו ȷɿʦ ȇɴȇʦȺˮ 

ɲȇǁʮˋʦȇɲȇɴʻʮ ˣɆʻɁ ᴢ ҩ ᴰ ǁǸǸˋʦǁǸˮ

	 HANDS-FREE OPERATION
ľɠǁǸȇ Ɇʻ ɿɴ ǁ ̎ǁʻ ʮˋʦȷǁǸȇ ɿʦ ˋʮȇ ɿɴȇ ɿȷ ʻɁȇ Ҧ ʻɁʦȇǁǿȇǿ 
holes for safe use with optical stands.

	 SERIAL COMMANDS
ŊȇʦɆǁɠ Ǹɿɲɲǁɴǿʮ ǁʦȇ ǁˢǁɆɠǁǷɠȇ ʻɿ ɠȇʻ ˮɿˋ ʻǁɝȇ ȷˋɠɠ 
control of your PRONTO from your PC.

Make a measurement in just a few seconds

Press PLAY Ready

The device waits
for a laser beam

Countdown

Automatically starts when
exposed to a laser beam

Measurement complete!

The value is displayed
until the next measurement

Wavelength Calibration

Adjust the wavelength and calibration Warns you when
the device is too hot*

Set the brightness
and orientation

DATA TRANSFER TO PCHANDS-FREE

Rugged casing
compact size

On/Off
and main menu

Patterned surface for
enhanced cooling Rubber band for a better

stability on a �at surface

Rechargeable
Li-ion battery

High damage threshold
broadband absorber

USB connector for:
- Battery charging
- Data transfer to PC
- Internet upgrades

Color LCD display with
touch screen controls

8-32 mounting
holes for post

	 PRONTO-250-EZ
Adapted to dirty environments, the PRONTO-250-EZ offers the same 
performance as PRONTO-250-FLEX, with the added advantage that it can 
be cleaned on-the-go.

  ľȇʦȷȇǸʻ ȷɿʦ ̌ȇɠǿ ˋʮȇ

	 PRONTO-250-FLEX
PRONTO-250-FLEX comes with 3 measurement modes and can be used in 
a variety of applications:

  Single shot power (SSP): up to 250 W
  Continuous power (CWP): up to 8 W
  Single shot energy (SSE): up to 25 J

	 PRONTO-50-W5
řɁɆʮ ɲɿǿȇɠ Ɂǁʮ ɿˋʦ ʣʦɿʣʦɆȇʻǁʦˮ ǁǷʮɿʦǷȇʦ ˣɆʻɁ ȇ˭ʻʦȇɲȇɠˮ ɁɆȺɁ ǿǁɲǁȺȇ 
thresholds to handle tightly focused beams without damaging the 
absorber.

  Single shot power (SSP): up to 50 W

* Device may get hot, it is not recommended for handheld use when making a measurement

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pronto-50-w5?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pronto-250-flex?utm_source=catalog&utm_medium=link-click
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UP25-H

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

25 mm Ø, 3 mW - 350 W

Fiber adaptors and connectors
(FC, SC or SMA)

Pelican carrying case12V power supply

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 NEW! IMPROVED MECHANICS
The aperture thread is now compatible with 
SM1-threaded accessories.

	 MODULAR CONCEPT
Increase the power capability of your detector: 
4 different cooling modules

	 HIGH PERFORMANCE
Fast rise time (1.3 s)
ÇɆȺɁ ǿǁɲǁȺȇ ʻɁʦȇʮɁɿɠǿ ַҨҩ ɝƘ֫Ǹɲ2)

	 ENERGY MODE
Measure single shot energy up to 40 J

ACCESSORIES

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up25m-350w-h12-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up25n-100h-h9-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up25n-250f-h12-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up25n-40s-h9-d0?utm_source=catalog&utm_medium=link-click
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UP55-H

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

55 mm Ø, 5 mW - 500 W

Fiber adaptors and connectors
(FC, SC or SMA)

Pelican carrying case12V power supplyҧ׀ľɿʦʻ ̌Ƿȇʦ ǸˮɠɆɴǿȇʦ ˣɆʻɁ
adaptors and plug

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 MODULAR CONCEPT
Increase the power capability of your detector:  
4 different cooling modules

	 HIGH PERFORMANCE
Fast rise time (2 s)
ÇɆȺɁ ǿǁɲǁȺȇ ʻɁʦȇʮɁɿɠǿ ַҨҩ ɝƘ֫Ǹɲ2)

	 COMPACT DESIGN
ěɴɠˮ ҧҦ ɲɲ ʻɁɆǸɝ ַҨҤŊ ɲɿǿȇɠָ

	 ENERGY MODE
Measure single shot energy up to 200 J

 

ACCESSORIES

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55m-500w-h12-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55n-100h-h9-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55n-300f-h12-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55n-40s-h9-d0?utm_source=catalog&utm_medium=link-click
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UP55-HD

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

55 mm Ø, 45 mW - 2500 W

ҪҤҤ Ƙ
Ҧ֥ҩ ɝƘ

700 W

Fiber adaptors and connectors
(FC, SC or SMA)

Pelican carrying case12V power supplyҧ׀ľɿʦʻ ̌Ƿȇʦ ǸˮɠɆɴǿȇʦ ˣɆʻɁ
adaptors and plug

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 HIGH DENSITY ABSORBER
řɁȇ Ç^ ǁǷʮɿʦǷȇʦ Ɇʮ ʻɁȇ ʮʻʦɿɴȺȇʮʻ ɿɴ ʻɁȇ ɲǁʦɝȇʻ 
for use at high powers, presenting both high 
average power handling and high power density 
capabilities 

	 UP55G-600F-HD - NO NEED FOR  
      WATER COOLING

ŧɴɆʥˋȇ ɿɴ ʻɁȇ ɲǁʦɝȇʻ֟ ɲȇǁʮˋʦȇ ҪҤҤ Ƙ ɿȷ 
continuous power WITHOUT THE NEED FOR 
WATER COOLING. Just plug the fan and you are 
ready to go!

	� UP55M-700W-HD - FAST AND COMPACT
A very compact detector that measures up  
to 700 W of continuous power.

	� UP55C-2.5KW-HD - PERFORMANCE AND 
SPEED AT A LOW PRICE
Measures both very low and very high powers (up 
to 2500W) with a fast response time. A compact 
and versatile detector that is more affordable than 
ǁɴˮ ɿʻɁȇʦ ɁɆȺɁ ʣɿˣȇʦ ʮɿɠˋʻɆɿɴ ɿɴ ʻɁȇ ɲǁʦɝȇʻ֥

ACCESSORIES

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55c-25kw-hd-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55g-600f-hd-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55m-700w-hd-d0?utm_source=catalog&utm_medium=link-click
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UP19-W

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

ҥҭ ɲɲ ķ֟ ҥ ɲƘ ׀ Ҭҩ Ƙ֟ ҥҤҤ ɝƘ֫Ǹɲ2

12V power supply

Pelican carrying case

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 MODULAR CONCEPT
Increase the power capability of your detector:
4 different cooling modules

	 VERY HIGH DAMAGE THRESHOLD
ҥҤҤ ɝƘ֫Ǹɲ2 in average power density

	 COMPACT DESIGN
ěɴɠˮ Ҧҥ ɲɲ ʻɁɆǸɝ ַҥҩŊ ɲɿǿȇɠָ

	 ENERGY MODE
Measure single shot energy up to 200 J

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

Isolation tube Fiber adaptors & connectors
(FC, ST and SMA)

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-15s-w5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-30h-w5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-50f-w5-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up19k-50l-w5-d0?utm_source=catalog&utm_medium=link-click
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OUTPUT OPTIONS

ҩҩ ɲɲ ķ֟ ҩ ɲƘ ׀ Ҭҩ Ƙ֟ ҥҤҤ ɝƘ֫Ǹɲ2
UP55-W

Fiber adaptors and connectors
(FC, SC or SMA)

Pelican carrying case12V power supplyҧ׀ľɿʦʻ ̌Ƿȇʦ ǸˮɠɆɴǿȇʦ ˣɆʻɁ
adaptors and plug

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 MODULAR CONCEPT
Increase the power capability of your detector: 
3 different cooling modules

	 VERY HIGH DAMAGE THRESHOLD
ҥҤҤ ɝƘ֫Ǹɲ2 in average power density

	 VERY LARGE APERTURE
55 mm Ø effective aperture, perfect for large beams

	 HIGHEST ENERGY READINGS IN THE SERIES
Measure single shot energy up to 500 J

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

New
 p

ro
duct

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55n-40s-w9-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up55n-50f-w9-d0?utm_source=catalog&utm_medium=link-click

https://www.gentec-eo.com/products/up55n-50h-w9-d0?utm_source=catalog&utm_medium=link-click
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UP16-QED

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

ҥҪ ɲɲ ķ֟ Ҩ ɲƘ ׀ ҥҤҤ Ƙ֟ ˢɿɠˋɲȇ ǁǷʮɿʦǷȇʦ

Pelican carrying caseh˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post

	 MODULAR CONCEPT
Increase the power capability of your detector:  
3 different cooling modules

	 HIGH PEAK POWER VOLUME ABSORBER
Perfect for pulsed beams with high energy density

	 COMPACT DESIGN
ěɴɠˮ ҦҨ ɲɲ ʻɁɆǸɝ ַҥҩŊ ɲɿǿȇɠָ

	 ENERGY MODE
Measure single shot energy up to 500 J

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up16k-100w-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up16k-15s-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up16k-30h-qed-d0?utm_source=catalog&utm_medium=link-click
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UP52-QED

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

52 mm Ø, 15 mW - 300 W, volume absorber

12V power supply

Pelican carrying case

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

	 MODULAR CONCEPT
Increase the power capability of your detector:  
4 different cooling modules

	 HIGH PEAK POWER VOLUME ABSORBER
Perfect for pulsed beams with high energy density

	 LARGE APERTURE
52 mm Ø aperture accomodates large beams

	 HIGH AVERAGE POWER
Up to 300 W of continuous power with the  
water-cooled unit

	 ENERGY MODE
Measure single shot energy up to 1000 J 

Stand with steel post

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

	 BLU WIRELESS METER 
WɿɴɴȇǸʻʮ ˢɆǁ VɠˋȇʻɿɿʻɁᵒ ʻɿ ǁ ʮɲǁʦʻʣɁɿɴȇ֟ ʻǁǷɠȇʻ ɿʦ ľW

MAESTRO

UNO

TUNER

U-LINK  and P-LINK S-LINK and M-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up52m-300w-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up52n-100h-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up52n-150f-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/up52n-50s-qed-d0?utm_source=catalog&utm_medium=link-click
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IS

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

COMPATIBLE PC INTERFACES

ÌɴʻȇȺʦǁʻɆɴȺ ʮʣɁȇʦȇ ǿȇʻȇǸʻɿʦ ȷɿʦ ɠǁʮȇʦ ʣɿˣȇʦ ɲȇǁʮˋʦȇɲȇɴʻ ˋʣ ʻɿ ҥ ɝƘ

	 FASTEST RESPONSE
With its silicon sensor, the integrating sphere is 
as fast as a photodiode.

	 WIDE POWER RANGE
Very low noise level = wide power range  
ˣɆʻɁ ɘˋʮʻ ɿɴȇ ǿȇˢɆǸȇ 

	 HIGH AVERAGE POWER
Measure up to 1500 W of continuous power.

	 RESISTANT COATING
Our proprietary coating is designed to be strong. 
Its damage thresholds are orders of magnitude 
ɁɆȺɁȇʦ ʻɁǁɴ ǁɴˮ ɿʻɁȇʦ הˣɁɆʻȇו ǸɿǁʻɆɴȺʮ ɿɴ ʻɁȇ 
ɲǁʦɝȇʻ֥

	 PRECISE CALIBRATION
The IS detectors have a NIST-traceable 
calibration for the entire calibrated spectral 
range. 

Pelican carrying caseFiber adaptors & connectors
(for IS12L only)

Stand with delrin post

	  ALL-IN-ONE-METER
Connects directly to a PC 
Two models available: 		   
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

INTEGRA

Isolation tube  
(for IS12L only)

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/is12l-9s-rsi-int-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/is50a-1kw-rsi-int-d0?utm_source=catalog&utm_medium=link-click
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HP60

gentec-eo.com/laser-power-meter

OUTPUT OPTIONS

ACCESSORIES
KEY FEATURES

COMPATIBLE DISPLAYS & PC INTERFACES

ҪҤ ɲɲ ķ ˣɆʻɁ Ǹɿɴȇ ʦȇ̎ȇǸʻɿʦ֟ ҧҤҤ Ƙ ׀ ҥҩ ҤҤҤ Ƙ

ҩ ɲ ŧŊV ǸǁǷɠȇ
(Included)

Ƙǁʻȇʦ ̌ɠʻȇʦ
(Metric: 202984, Imperial: 202990)

Pelican carrying case

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)*

Stand with steel post

	 HIGH POWER HANDLING
Çǁɴǿɠȇʮ ˋʣ ʻɿ ҥҩ ɝƘ ɿȷ ǸɿɴʻɆɴˋɿˋʮ ʣɿˣȇʦ֥ Wˋʮʻɿɲ 
ɲɿǿȇɠʮ ǁˢǁɆɠǁǷɠȇ ȷɿʦ ɁɆȺɁȇʦ ʣɿˣȇʦʮ֥ řɁȇ ɴȇˣ ÇľҪҤ!׀
ҥҩôƘ׀^¹׀ŀVÇ Ɇʮ ǿȇʮɆȺɴȇǿ ȷɿʦ ˋʮȇ ˣɆʻɁ ŀV֫ŀVÇ ɁɆȺɁ 
ʣɿˣȇʦ ̌Ƿȇʦʮ֥

	 LOW BACK REFLECTIONS
řɁȇ Ǹɿɴȇ ʦȇ̎ȇǸʻɿʦ ʻʦǁʣʮ ɲɿʮʻ ɿȷ ʻɁȇ ɆɴǸɆǿȇɴʻ ɠǁʮȇʦ ʣɿˣȇʦ 
ɆɴʮɆǿȇ ʻɁȇ ǿȇʻȇǸʻɿʦ Ɂȇǁǿ֥ ƘɆʻɁ Ɇʻʮ řŧVh ȇ˭ʻȇɴʮɆɿɴ֟ ʻɁȇ 
ÇľҪҤ!׀ҥҩôƘ׀^¹׀řŧVh Ɂǁʮ ʻɁȇ ɠɿˣȇʮʻ ǷǁǸɝ ʦȇ̎ȇǸʻɆɿɴ 
ʦǁʻɆɴȺ֞ ˋɴǿȇʦ Ҧ׳ᴰ֥

	� AVAILABLE WITH YAG AND CO2 CALIBRATIONS
All HP models can be calibrated at YAG and CO2 
wavelengths with a calibration uncertainty of ᴢ ҩ׳ᴰ

	 DIRECT USB CONNECTION TO A PC
hǁǸɁ Ɂȇǁǿ Ǹɿɲȇʮ ˣɆʻɁ ǷɿʻɁ ǁ ^Vҥҩ ǸɿɴɴȇǸʻɿʦ  
ַȷɿʦ ˋʮȇ ˣɆʻɁ ǁ ¹ȇɴʻȇǸ׀hě ǿɆʮʣɠǁˮ ǿȇˢɆǸȇָ ǁɴǿ ǁ ŧŊV 
output for direct connection to a PC

	 TRACK WATER PARAMETERS
Ƙǁʻȇʦ ̎ɿˣ ǁɴǿ ʻȇɲʣȇʦǁʻˋʦȇ ǁʦȇ ɲɿɴɆʻɿʦȇǿ Ɇɴ ʦȇǁɠ ʻɆɲȇ 
and displayed continuously *A USB power adaptor will be necessary if the HP is used with a DB15 extension cable.

	 SMART DB15 CONNECTOR
Contains all the calibration data

	 USB PORT
  Connects directly to a PC
  Included in all HP models

	 CUSTOM OPTION: RS-232
Contact you Gentec-EO representative to 
Ǹɿɴ̌Ⱥˋʦȇ ˮɿˋʦ ǁˢǁɆɠǁǷɠȇ ǸɿɴɴȇǸʻɿʦʮ

MAESTRO UNOTUNER

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp60a-10kw-gd-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp60a-15kw-gd-tube-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp60a-15kw-gd-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp60a-15kw-gd-qbh-met-d0?utm_source=catalog&utm_medium=link-click
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HP100
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OUTPUT OPTIONS

ACCESSORIESKEY FEATURES

ŧʣ ʻɿ ҥҦҩ ˭ ҥҦҩ ɲɲ֟ ҥҤҤ Ƙ ׀ ҥҩ ɝƘ

ҩ ɲ ŧŊV ǸǁǷɠȇ
(Included)

Ƙǁʻȇʦ ̌ɠʻȇʦ
(Metric: 202984, Imperial: 202990)

Pelican carrying case

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)*

Stand with steel post

	 HIGH POWER HANDLING
Çǁɴǿɠȇʮ ˋʣ ʻɿ ҥҩ ɝƘ ɿȷ ǸɿɴʻɆɴˋɿˋʮ ʣɿˣȇʦ ˣɆʻɁ ɿˋʦ 
standard models. Custom models available for higher 
powers (See SUPER HP)

	 LARGE APERTURE
Our standard HP models have very large effectives 
apertures to accomodate large laser beams. Larger 
apertures with various shapes are available upon 
request (See SUPER HP)

	 AVAILABLE WITH YAG AND CO2 CALIBRATIONS
All HP Models can be calibrated at YAG and CO2 
wavelengths with a calibration uncertainty of ᴢ ҩ׳ᴰ

	 DIRECT USB CONNECTION TO A PC
hǁǸɁ Ɂȇǁǿ Ǹɿɲȇʮ ˣɆʻɁ ǷɿʻɁ ǁ ^Vҥҩ ǸɿɴɴȇǸʻɿʦ  
ַȷɿʦ ˋʮȇ ˣɆʻɁ ǁ ¹ȇɴʻȇǸ׀hě ǿɆʮʣɠǁˮ ǿȇˢɆǸȇָ ǁɴǿ ǁ ŧŊV 
output for direct connection to a PC

	 TRACK WATER PARAMETERS
Ƙǁʻȇʦ ̎ɿˣ ǁɴǿ ʻȇɲʣȇʦǁʻˋʦȇ ǁʦȇ ɲɿɴɆʻɿʦȇǿ Ɇɴ ʦȇǁɠ ʻɆɲȇ 
and displayed continuously

*A USB power adaptor will be necessary if the HP is used with a DB15 extension cable.

	 SMART DB15 CONNECTOR
Contains all the calibration data

	 USB PORT
  Connects directly to a PC
  Included in all HP models

	 CUSTOM OPTION: RS-232
Contact you Gentec-EO representative to 
Ǹɿɴ̌Ⱥˋʦȇ ˮɿˋʦ ǁˢǁɆɠǁǷɠȇ ǸɿɴɴȇǸʻɿʦʮ

COMPATIBLE DISPLAYS & PC INTERFACES

MAESTRO UNOTUNER

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp100a-12kw-hd-tube-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp100a-12kw-hd-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp100a-4kw-he-tube-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp100a-4kw-he-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp125a-15kw-hd-tube-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp125a-15kw-hd-imp-d0?utm_source=catalog&utm_medium=link-click
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SUPER HP
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OUTPUT OPTIONS

KEY FEATURES

Wˋʮʻɿɲ ʮɆ́ȇʮ ǁɴǿ ʮɁǁʣȇʮ֟ ˋʣ ʻɿ ҥҩҤ ҤҤҤ Ƙ ˋʣɿɴ ʦȇʥˋȇʮʻ

ҩ ɲ ŧŊV ǸǁǷɠȇ
(Included)

Pelican carrying case

h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post
·ɿʦ ҧҤ ɝƘ ɲɿǿȇɠ

	 THE HIGHEST POWER HANDLING
Custom models handle up to 150 000 W of  
continuous power

	 INFINITE CUSTOMIZATION CAPABILITIES
ҥ֥	 WɁɿɿʮȇ ƣěŧł ʮɆ́ȇ
Ҧ֥	 WɁɿɿʮȇ ƣěŧł ɲǁ˭Ɇɲˋɲ ʣɿˣȇʦ
ҧ֥	 Ƙȇ ˣɆɠɠ ǸˋʮʻɿɲɆ́ȇ ɿɴȇ ɘˋʮʻ ȷɿʦ ˮɿˋ֡

	 COMPACT AND LIGHT WEIGHT
Lighter and more compact than any other high power 
ǿȇʻȇǸʻɿʦ ɿɴ ʻɁȇ ɲǁʦɝȇʻ֟ ʻɁǁɴɝʮ ʻɿ ɿˋʦ ˋɴɆʥˋȇ ǿȇʮɆȺɴ

	� AVAILABLE WITH YAG AND CO2 CALIBRATIONS
All HP models can be calibrated at YAG and CO2 
wavelengths with a calibration uncertainty of ᴢ ҩ׳ᴰ

	 DIRECT USB CONNECTION TO A PC
hǁǸɁ Ɂȇǁǿ Ǹɿɲȇʮ ˣɆʻɁ ǷɿʻɁ ǁ ^Vҥҩ ǸɿɴɴȇǸʻɿʦ ַȷɿʦ  
ˋʮȇ ˣɆʻɁ ǁ ¹ȇɴʻȇǸ׀hě ǿɆʮʣɠǁˮ ǿȇˢɆǸȇָ ǁɴǿ ǁ ŧŊVҦ֥Ҥ ɿˋʻʣˋʻ 
for direct connection to a PC. Other connectors available 
upon request

	 TRACK WATER PARAMETERS
Ƙǁʻȇʦ ̎ɿˣ ǁɴǿ ʻȇɲʣȇʦǁʻˋʦȇ ǁʦȇ ɲɿɴɆʻɿʦȇǿ Ɇɴ ʦȇǁɠ ʻɆɲȇ 
and displayed continuously

	 HIGH POWER NIST-TRACEABLE CALIBRATION 
WITH A 5 KW FIBER LASER

	 SMART DB15 CONNECTOR
Contains all the calibration data

	 USB PORT
  Connects directly to a PC
  Included in all HP models

	 CUSTOM OPTION: RS-232
Contact you Gentec-EO representative to 
Ǹɿɴ̌Ⱥˋʦȇ ˮɿˋʦ ǁˢǁɆɠǁǷɠȇ ǸɿɴɴȇǸʻɿʦʮ

COMPATIBLE DISPLAYS & PC INTERFACES

MAESTRO UNOTUNER

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp280a-30kw-hd-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/custom-high-power-laser-measurement-solutions?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/hp100a-50kw-gd?utm_source=catalog&utm_medium=link-click
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ACCESSORIESKEY FEATURES

ŧŊhł Ìąřhł·!WhŊ ֵŊŊľ āě^hֶ

ҥ Ƙ ׀ ҥҤ ɝƘ ɁɆȺɁ ʣɿˣȇʦ ʣʦɿǷȇʮ ˣɆʻɁ ʻɿˋǸɁʮǸʦȇȇɴ Ǹɿɴʻʦɿɠʮ
HIGH-POWER PRONTO

Pelican carrying caseStand with steel post

	 WIDE POWER RANGE
Ɨȇʦˮ ɠɿˣ ɴɿɆʮȇ ɠȇˢȇɠ ᴜ ˣɆǿȇ ʣɿˣȇʦ ʦǁɴȺȇ ˣɆʻɁ ɘˋʮʻ  
one device

	 CONTINUOUS READINGS AT LOW POWERS
The PRONTO-500 includes a continuous power mode 
(CWP) for measurements up to 40 W. 

	 NO-WAIT MEASUREMENTS
5 seconds measurements allow for very short cooling 
ʻɆɲȇ ַǁɠɠ ɲɿǿȇɠʮ ȇ˭Ǹȇʣʻ ľłěąřě׀ҧôָ

	 EASY TO USE
The color LCD touchscreen allows for a friendly user 
ɆɴʻȇʦȷǁǸȇ֥ ƣɿˋ Ǹǁɴ ɲǁɝȇ ǁ ɲȇǁʮˋʦȇɲȇɴʻ ˣɆʻɁ ɘˋʮʻ ʻɁȇ 
touch of a button!

	 DATA LOGGING
Save your data to the internal memory and then 
ʻʦǁɴʮȷȇʦ ʻɁȇɲ ʻɿ ˮɿˋʦ ľW ɿˢȇʦ ʻɁȇ ŧŊV ǸɿɴɴȇǸʻɆɿɴ֥

	 LARGE APERTURE
55 mm Ø aperture to accommodate large beams

	 RUGGED

•ת All-metal body
•ת High damage thresholds

	 SERIAL COMMANDS
ŊȇʦɆǁɠ Ǹɿɲɲǁɴǿʮ ǁʦȇ ǁˢǁɆɠǁǷɠȇ ʻɿ ɠȇʻ ˮɿˋ ʻǁɝȇ ȷˋɠɠ 
control of your PRONTO from your PC.

Make a measurement in just a few seconds

Press PLAY Ready

The device waits
for a laser beam

Countdown

Automatically starts when
exposed to a laser beam

Measurement complete!

The value is displayed
until the next measurement

Wavelength Calibration

Adjust the wavelength and calibration Warns you when
the device is too hot*

Set the brightness
and orientation

Rugged casing
compact size

On/Off
and main menu

USB connector for:
- Battery charging
- Data transfer to PC
- Internet upgrades

Color LCD display with
touch screen controls

8-32 mounting
hole for post

High damage threshold
broadband absorber

Removable handle
with 1/4-20 mounting
hole for post

5’ soft cable for
easy positionning 

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pronto-10k?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pronto-3k?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pronto-500?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pronto-6k?utm_source=catalog&utm_medium=link-click
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BD
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ACCESSORIES

łh^ŧWh V!Wôֻłh·öhWřÌěąŊ

Water-cooled beam dumps for high power lasers

Pelican carrying caseStand with steel post

	 EASY TO USE
îˋʮʻ ʣɠˋȺ ʻɁȇ ˣǁʻȇʦ׀ǸɿɿɠɆɴȺ ǁɴǿ ˮɿˋחʦȇ ǿɿɴȇ֡

	 2 MODELS TO CHOOSE FROM

•ת Ҩ ɝƘ ֞ V^׀ҨôƘ׀Çh
•ת ҥҦ ɝƘ ֞ V^׀ҥҦôƘ׀Ç^

	 VERY LARGE APERTURE
The round aperture of 100 mm in diameter 
accommodates even the largest beams

	 HIGH DAMAGE THRESHOLDS
ŧʣ ʻɿ ҥҪ ɝƘ֫Ǹɲ2 (at 500 W)

	 ISOLATION TUBE IN OPTION
It is possible to add an isolation tube to 
ʦȇǿˋǸȇ ǷǁǸɝ ʦȇ̎ȇǸʻɆɿɴʮ 

!ɠɠ V^ ɲɿǿȇɠʮ Ǹǁɴ Ƿȇ ̌ʻʻȇǿ ˣɆʻɁ ǁ ˣǁʻȇʦ׀Ǹɿɿɠȇǿ ǁǷʮɿʦǷɆɴȺ řŧVh ʻɿ ʦȇǿˋǸȇ 
ʻɁȇ ǷǁǸɝ׀ʦȇ̎ȇǸʻɆɿɴʮ Ƿȇɠɿˣ Ҩ׳ᴰ֥ řɁȇ řŧVh ȇ˭ʻȇɴʮɆɿɴ Ɇʮ ǷǁǸɝˣǁʦǿ׀ǸɿɲʣǁʻɆǷɠȇ 
ʮɿ Ɇʻ Ǹǁɴ Ƿȇ ǁǿǿȇǿ ʻɿ ˮɿˋʦ Ǹˋʦʦȇɴʻ V^ ˋɴɆʻ֥

Ƙǁʻȇʦ ̌ɠʻȇʦ
(Metric: 202984,  

Imperial: 202990)

http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/bd-12kw-hd-imp-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/bd-4kw-he-imp-d0?utm_source=catalog&utm_medium=link-click
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ABSORPTION CURVES
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http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/laser-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
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Low energy measurement
ENERGY DETECTOR

Available with

Available with

Our pyroelectric energy detectors have very low noise levels combined with a large 
ǷǁɴǿˣɆǿʻɁ֥ řɁȇˮ Ɂǁˢȇ ȇˢȇʦˮʻɁɆɴȺ ˮɿˋ ɴȇȇǿ ʻɿ ǁǸǸˋʦǁʻȇɠˮ ɲȇǁʮˋʦȇ ȇ˭ʻʦȇɲȇɠˮ ɠɿˣ 
energy from the DUV to the FIR.

	• 8 mm Ø aperture
	• 2 choices of absorber:

MT: Fast response and high sensitivity
Vö֞ ·ɠǁʻ ʮʣȇǸʻʦǁɠ ʦȇʮʣɿɴʮȇ 

	• VʦɿǁǿǷǁɴǿ֟ ȷʦɿɲ ʻɁȇ ^ŧƗ ʻɿ ʻɁȇ ·Ìł
	• Very low noise: as low as 50 nJ

  MEASURE LOW ENERGY AT ANY WAVELENGTH

	• !ˢǁɆɠǁǷɠȇ Ɇɴ ҧ ʮɆ́ȇʮ֞
3 mm Ø 
5 mm Ø 
10 mm Ø 

	• 3 choices of absorber for different wavelength ranges:
Silicon
Germanium
InGaAs

	• h˭ʻʦȇɲȇɠˮ ɠɿˣ ɴɿɆʮȇ֞ ǁʮ ɠɿˣ ǁʮ Ҭ ȷî

  LOWEST NOISE LEVEL OF ALL ENERGY DETECTORS

QE-B: HIGH-SENSITIVITY PYROELECTRIC DETECTORS

PE: PHOTODETECTORS

	• ÇɆȺɁ׀ʮʣȇȇǿ ǿɆȺɆʻǁɠ ɘɿˋɠȇɲȇʻȇʦ֞ 
āȇǁʮˋʦȇʮ hƗhłƣ ľŧöŊh ǁʻ ҦҤҤ ɝḈ

	• Wǁʣʻˋʦȇ ǁɴǿ ʮʻɿʦȇ ˋʣ ʻɿ Ҩ ɲɆɠɠɆɿɴ ʣˋɠʮȇʮ ǁʻ ʻɁȇ ɲǁ˭Ɇɲˋɲ ʦȇʣȇʻɆʻɆɿɴ ʦǁʻȇ
	• řʦǁǸɝ ɲɆʮʮɆɴȺ ʣˋɠʮȇʮ ǁɴǿ ʣˋɠʮȇʮ Ƿȇɠɿˣ ʻɁʦȇʮɁɿɠǿ
	• Wide energy range: measure from pJ to mJ

  200 ɝH́ ENERGY METER

MACH 6: MEASURE ALL PULSES UP TO 200 KHZ

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
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OUTPUT OPTIONS

KEY FEATURES ACCESSORIES

8 fJ - 150 nJ, our lowest energy measurements
PE

Fiber adaptors & connectors
(FC, ST or SMA)

Pelican carrying case

APM (D) analog power  
supply

Stand with delrin post

	 VERY LOW NOISE LEVEL
řǁɝȇ ɲȇǁʮˋʦȇɲȇɴʻʮ ˣɆʻɁ ǁ ɴɿɆʮȇ ɠȇˢȇɠ ǁʮ ɠɿˣ ǁʮ Ҭ ȷî  
ַɲɿǿȇɠ ľhҧV׀ŊɆ ɿɴɠˮָ ˣɆʻɁ ʻɁȇ ā׀öÌąô֟ ā!hŊřłě ǁɴǿ 
S-LINK

	 3 SENSORS AVAILABLE

•ת ľh׀V׀ŊÌ ȷǁɲɆɠˮ֞ ҧ ǁɴǿ ҥҤ ɲɲ ķ ʮɆɠɆǸɿɴ ʮȇɴʮɿʦʮ  
ȷɿʦ Ҥ֥Ҧҥ ʻɿ ҥ֥ҤҬ Ңɲ

•ת ľhҩV¹׀h֞ ҩ ɲɲ ķ֟ ȺȇʦɲǁɴɆˋɲ ʮȇɴʮɿʦ  
ȷɿʦ Ҥ֥Ҭ ʻɿ ҥ֥Ҫҩ Ңɲ

•ת ľhҧV׀Ìą֞ ҧ ɲɲ ķ֟ Ìɴ¹ǁ!ʮ ʮȇɴʮɿʦ  
ȷɿʦ Ҥ֥ҭ ʻɿ ҥ֥ҫ Ңɲ

This product cannot be used with DB15 extension cables

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART INTERFACE
Containing all the calibration data

	 ANALOG OUTPUT
When used with APM (D) analog power supply

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

MAESTRO U-LINK

S-LINK

M-LINK

Isolation tube

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pe10b-si-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pe3b-in-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pe3b-si-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/pe5b-ge-d0?utm_source=catalog&utm_medium=link-click
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OUTPUT OPTIONS

KEY FEATURES ACCESSORIES

COMPATIBLE DISPLAYS & PC INTERFACES

ҩҤ ɴî ׀ ҧ֥Ҫ ɲî֟ ˋɠʻʦǁ׀ɠɿˣ ȇɴȇʦȺˮ ɲȇǁʮˋʦȇɲȇɴʻʮ
QE-B

APM (D) analog power supply

Pelican carrying case

Stand with delrin post

	 VERY LOW NOISE LEVELS
Noise levels of a photodetector, but with the high 
energies of a pyroelectric:

•ת 50 nJ with the MT coating
•ת ҥҤҤ ɴî ˣɆʻɁ ʻɁȇ Vö ǸɿǁʻɆɴȺ

	 2 COATINGS AVAILABLE

•ת Vö֞ �VɠǁǸɝ ǸɿǁʻɆɴȺ֟ ʮȇɴʮɆʻɆˢɆʻˮ ɿȷ ҭҤҤ Ɨ֫î֟  
ʦȇǁǿɆɴȺʮ ˋʣ ʻɿ ҨҤҤ Ḉ

•ת āř֞ �āȇʻǁɠɠɆǸ ǸɿǁʻɆɴȺ֟ ʮȇɴʮɆʻɆˢɆʻˮ ɿȷ ҦҨҤҤ Ɨ֫î֟ 
ʦȇǁǿɆɴȺʮ ˋʣ ʻɿ ҥҤҤҤ Ḉ

This product cannot be used with DB15 extension cables

Fiber adaptors & connectors
(FC, ST or SMA)

	 SMART INTERFACE
Containing all the calibration data

	 ANALOG OUTPUT
When used with APM (D) analog power supply

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

MAESTRO U-LINK

S-LINK

M-LINK

Isolation tube

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe8sp-b-bl-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe8sp-b-mt-d0?utm_source=catalog&utm_medium=link-click
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MACH 6

gentec-eo.com/laser-energy-meter

COMPATIBLE DISPLAYS & PC INTERFACES

ACCESSORIESKEY FEATURES

ҦҤҤ ɝḈ ȇɴȇʦȺˮ ɲȇʻȇʦ

ŧŊV ǸǁǷɠȇ

Pelican carrying caseāҪ׀ŧƗ׀ŀh^
Relative measurements in UV

Additional 9V power supplyStand with delrin post

	 UP TO 200 kHz PULSE-TO-PULSE
Measure EVERY pulse, with no sampling, at high rep rates,  
ˋʣ ʻɿ ҦҤҤ ɝḈ

	 CAPTURE AND STORE UP TO 4 MILLION PULSES
Ŋʻɿʦȇ ҨҤ ʮȇǸɿɴǿʮ ɿȷ ǿǁʻǁ ǁʻ ҥҤҤ ɝḈ

	� TRACK MISSING PULSES AND PULSES BELOW 
THRESHOLD
ôɴɿˣ Ɂɿˣ ɲǁɴˮ ʣˋɠʮȇʮ ˣȇʦȇ ɲɆʮʮȇǿ ɿʦ ʻɁǁʻ ǿɆǿɴחʻ ɲǁɝȇ 
the energy threshold with this unique pulse feature

	 SEVERAL HEADS TO CHOOSE FROM
Silicon, InGaAs and pyroelectric heads for a broad 
wavelength and energy range

	 ANALOG MODULE AVAILABLE
ŧʮȇ ɿˋʦ ȷǁʮʻ āҪ ǿȇʻȇǸʻɿʦʮ ˣɆʻɁ ʻɁȇ !ľā ǁɴǿ ǁɴ 
oscilloscope for fast analog energy measurements

	 FULL-SPEED USB 2.0 CONNECTION
Ensures high data rate transfer and fast operation

	 USER-FRIENDLY SOFTWARE WITH MANY 	  
	 DIAGNOSTIC FEATURES

•ת Live mode, strip chart, histogram and statistics displays
•ת FFT display of pulse energy data for temporal 

diagnostics
•ת Life test mode to automate laser testing

APM analog power supply 
(requires adaptor when used  

ˣɆʻɁ āҪ Ɂȇǁǿʮָ

ā!WÇ Ҫ APM

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
http://gentec-eo.com/Content/uploads/downloads/AN_121D-201932_Joulemeter_Limitations.pdf
mailto:info%40gentec-eo.com?subject=Please%20send%20me%20information%20on%20Mach%205%20energy%20limitations
https://www.gentec-eo.com/products/m6-125-py?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/m6-6-in-l?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/m6-6-in?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/m6-6-py?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/m6-6-si-l?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/m6-6-si?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
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QE12-MB

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

ACCESSORIESKEY FEATURES

ҥҦ ˭ ҥҦ ɲɲ֟ Ҥ֥ҫ ᴮî ׀ ҧ֥ҭ î

QED-12 attenuator

Pelican carrying case

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦStand with delrin post

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 LOW NOISE LEVEL

	 QED ATTENUATOR AVAILABLE

•ת Measure up to 5X higher energies
•ת Available with optional calibration,  

ǁɠɠ ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇʻˣȇȇɴ ҩҧҦ ᵎ ҥҤҪҨ ɴɲ֟  
or single wavelength

	 HIGH REPETITION RATE OPTIONS

•ת ŀhҥҦöľ֞ ҧҤҤ Ḉ
•ת ŀhҥҦÇł֞ ҥҤҤҤ Ḉ

	 TEST TARGET INCLUDED

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART INTERFACE
Containing all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12hr-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12hr-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12lp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12lp-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12lp-s-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12lp-s-mb-qed-d0?utm_source=catalog&utm_medium=link-click
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QE25-MB

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

ACCESSORIESKEY FEATURES

Ҧҩ ˭ Ҧҩ ɲɲ֟ Ҧ ᴮî ׀ Ҧҧ î

QED-25 attenuator

Pelican carrying case

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦStand with delrin post

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 LOW NOISE LEVEL

	 QED ATTENUATOR AVAILABLE

•ת Measure up to 5X higher energies
•ת Available with optional calibration, 

ǁɠɠ ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇʻˣȇȇɴ ҩҧҦ ᵎ ҥҤҪҨ ɴɲ֟ 
or single wavelength

	 HIGH REPETITION RATE OPTIONS

•ת ŀhҦҩöľ֞ ҧҤҤ Ḉ
•ת ŀhҦҩÇł֞ ҥҤҤҤ Ḉ

	 TEST TARGET INCLUDED

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART INTERFACE
Containing all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25hr-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25hr-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25lp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25lp-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25lp-s-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25lp-s-mb-qed-d0?utm_source=catalog&utm_medium=link-click
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QE50-MB

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

KEY FEATURES ACCESSORIES

ҩҤ ˭ ҩҤ ɲɲ֟ ҥҤ ᴮî ׀ Ҭҩ î

QED-50 attenuator

Pelican carrying case

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦStand with delrin post

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 LOW NOISE LEVEL

	 QED ATTENUATOR AVAILABLE

•ת Measure up to 5X higher energies
•ת Available with optional calibration,  

ǁɠɠ ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇʻˣȇȇɴ ҩҧҦ ᵎ ҥҤҪҨ ɴɲ֟  
or single wavelength

	 TEST TARGET INCLUDED

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART INTERFACE
Containing all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe50lp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe50lp-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe50lp-s-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe50lp-s-mb-qed-d0?utm_source=catalog&utm_medium=link-click
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QE65-MB

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

KEY FEATURES ACCESSORIES

Ҫҩ ˭ Ҫҩ ɲɲ֟ ҥҤ ᴮî ׀ ҦҤҤ î

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦ

Pelican carrying caseŀh^׀Ҫҩ ǁʻʻȇɴˋǁʻɿʦ

Stand with delrin post
(201284, For -H model)

Stand with delrin post
(200428, For -S model)

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 LARGE APERTURE
hȷȷȇǸʻɆˢȇ ǁʣȇʦʻˋʦȇ ɿȷ Ҫҩ ˭ Ҫҩ ɲɲ

	 QED ATTENUATOR AVAILABLE

•ת Measure up to 5X higher energies
•ת Available with optional calibration,  

ǁɠɠ ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇʻˣȇȇɴ ҩҧҦ ᵎ ҥҤҪҨ ɴɲ֟  
or single wavelength

	 LOW NOISE LEVEL
ҥҤ ᴮî ȷɿʦ ʻɁȇ āV ǸɿǁʻɆɴȺ

	 TEST TARGET INCLUDED
ƘɆʻɁ ʻɁȇ āV ɲɿǿȇɠʮ

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART INTERFACE
Containing all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe65elp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe65lp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe65lp-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe65lp-s-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe65lp-s-mb-qed-d0?utm_source=catalog&utm_medium=link-click
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MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

KEY FEATURES ACCESSORIES

95 mm Ø, 15 µJ - 250 J
QE95-MB

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦ

Pelican carrying caseQED-95 attenuator

Stand with delrin post
(201284, For -H model)

Stand with delrin post
(200428, For -S model)

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 EXTRA LARGE APERTURE
Effective aperture of 95 mm Ø

	 QED ATTENUATOR AVAILABLE

•ת Measure up to 5X higher energies
•ת Available with optional calibration,  

ǁɠɠ ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇʻˣȇȇɴ ҩҧҦ ᵎ ҥҤҪҨ ɴɲ֟  
or single wavelength

	 LOW NOISE LEVEL

	 TEST TARGET INCLUDED

COMPATIBLE DISPLAYS & PC INTERFACES

	 SMART INTERFACE
Containing all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC
Three models available:
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe95elp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe95lp-h-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe95lp-h-mb-qed-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe95lp-s-mb-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe95lp-s-mb-qed-d0?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/QE195LP-H-MB-QED-D0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/QE195LP-S-MB-D0?utm_source=catalog&utm_medium=link-click
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QE12-MT

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

KEY FEATURES

ҥҦ ˭ ҥҦ ɲɲ֟ Ҥ֥ҫ ᴮî ׀ ҧ֥ҭ î֟ ʻˋɴȇǿ ȷɿʦ ɁɆȺɁ ʦȇʣȇʻɆʻɆɿɴ ʦǁʻȇʮ

	 MODULAR CONCEPT
Increase the power capability of your detector:  
2 different cooling modules

	 LOW NOISE LEVEL

	 NEW MODELS FOR HIGH REPETITION RATES
The QE12HR models are tuned for short pulses with 
ɁɆȺɁ ʦȇʣȇʻɆʻɆɿɴ ʦǁʻȇʮ ַˋʣ ʻɿ ҥҤ ɝḈָ

QED-12 attenuator

Pelican carrying case

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦStand with delrin post

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Three models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

COMPATIBLE DISPLAYS & PC INTERFACES

ACCESSORIES

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12hr-h-mt-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12sp-h-mt-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe12sp-s-mt-d0?utm_source=catalog&utm_medium=link-click
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QE25-MT

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

KEY FEATURES ACCESSORIES

Ҧҩ ˭ Ҧҩ ɲɲ֟ Ҧ ᴮî ׀ Ҧҧ î֟ ʻˋɴȇǿ ȷɿʦ ɁɆȺɁ ʦȇʣȇʻɆʻɆɿɴ ʦǁʻȇʮ

QED-25 attenuator

Pelican carrying case

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦStand with delrin post

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 LOW NOISE LEVEL

	 NEW MODELS FOR HIGH REPETITION RATES
The QE25HR models are tuned for short pulses with  
ɁɆȺɁ ʦȇʣȇʻɆʻɆɿɴ ʦǁʻȇʮ ַˋʣ ʻɿ ҥҤ ɝḈָ

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Three models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

http://gentec-eo.com/laser-energy-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25hr-h-mt-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25sp-h-mt-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qe25sp-s-mt-d0?utm_source=catalog&utm_medium=link-click
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QE50-MT

MAESTRO U-LINK

S-LINKM-LINK

MIRO ALTITUDE

gentec-eo.com/laser-energy-meter

OUTPUT OPTIONS

KEY FEATURES

ACCESSORIES

ҩҤ ˭ ҩҤ ɲɲ֟ ҥҤ ᴮî ׀ Ҭҩ î

QED-50 attenuator

Pelican carrying case

^Vҥҩ ʻɿ VąW ǁǿǁʣʻɿʦStand with delrin post

	 MODULAR CONCEPT
Increase the power capability of your detector: 
2 different cooling modules

	 LOW NOISE LEVEL

	 QED ATTENUATOR AVAILABLE
Measure up to 5X higher energies
Available with optional calibration, all 
ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇʻˣȇȇɴ ҩҧҦ ᵎ ҥҤҪҨ ɴɲ֟ ɿʦ ʮɆɴȺɠȇ 
wavelength

	 HIGH REPETITION RATE
āȇǁʮˋʦȇ ȇǁǸɁ ʣˋɠʮȇ ǁʻ ˋʣ ʻɿ ҨҤҤҤ Ḉ

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	  ALL-IN-ONE-METER
Connects directly to a PC 
Three models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR)  
 	   ŧŊV ˣɆʻɁ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ַ׀Ìąhָ

COMPATIBLE DISPLAYS & PC INTERFACES

http://gentec-eo.com/laser-energy-meter
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ACCESSORIESKEY FEATURES

ŧŊhł Ìąřhł·!Wh ֵŊŊh āě^hֶ

Portable laser probe for IPL sources, 2 - 350 J per pulse

	 HIGH ENERGY PER PULSE
!ǸǸˋʦǁʻȇ ʦȇǁǿɆɴȺʮ ˋʣ ʻɿ ҧҩҤ î֫ʣˋɠʮȇ֡

	 EASY TO USE
The touchscreen color LCD allows for a friendly 
ˋʮȇʦ ɆɴʻȇʦȷǁǸȇ֥ ƣɿˋ Ǹǁɴ ɲǁɝȇ ǁ ɲȇǁʮˋʦȇɲȇɴʻ 
ˣɆʻɁ ɘˋʮʻ ʻɁȇ ʻɿˋǸɁ ɿȷ ǁ Ƿˋʻʻɿɴ֡

	 DATA LOGGING
Save your data to the internal memory and 
ʻɁȇɴ ʻʦǁɴʮȷȇʦ ʻɁȇɲ ʻɿ ˮɿˋʦ ľW ɿˢȇʦ ʻɁȇ ŧŊV 
connection.

	 LARGE APERTURE
55 mm Ø aperture to accommodate large 
beams

	 RUGGED

•ת All-metal body
•ת High damage thresholds

	 PROTECTIVE WINDOW

•ת For measurements with gel-coupled IPL heads. 
•ת Protects the absorber, easy to clean

	 SERIAL COMMANDS
ŊȇʦɆǁɠ Ǹɿɲɲǁɴǿʮ ǁʦȇ ǁˢǁɆɠǁǷɠȇ ʻɿ ɠȇʻ ˮɿˋ ʻǁɝȇ 
full control of your PRONTO from your PC. 

Pelican carrying caseStand with steel post

Wait…

The device waits
for a laser beam

*  Device may get hot, it is not recommended for handheld use when making a measurement

Trigger detected

Automatically starts when
exposed to a laser  beam

Measurement complete!

The value is displayed
until the next measurement

Wavelength Calibration

Adjust the wavelength and calibration Warns you when
the device is too hot*

Set the brightness
and orientation

http://gentec-eo.com/laser-energy-meter
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CALORIMETERS

A Gentec-EO calorimeter is the only reliable solution available for the 
largest and highest energy laser beams. Through cooperation with 
several leading research facilities around the world, Gentec-EO has 
ǷȇǸɿɲȇ ʻɁȇ ȇ˭ʣȇʦʻ Ɇɴ ɲǁɴˋȷǁǸʻˋʦɆɴȺ֟ ǸǁɠɆǷʦǁʻɆɴȺ ǁɴǿ ʮȇʦˢɆǸɆɴȺ 
ǸǁɠɿʦɆɲȇʻȇʦʮ ȷɿʦ ˋʮȇ Ɇɴ ɁɆȺɁ ȇɴȇʦȺˮ ɆɴȇʦʻɆǁɠ Ǹɿɴ̌ɴȇɲȇɴʻ ȷˋʮɆɿɴ 
calorimetric measurement.
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Measuring the highest energy laser beams
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ABSORPTION CURVES
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Overview of the different models
BEAM PROFILING

ľʦɿ̌ɠɆɴȺ ǁ ɠǁʮȇʦ Ƿȇǁɲ Ɇʮ ǁ ǸɿɴˢȇɴɆȇɴʻ Ǹɿɲʣɠȇɲȇɴʻ ʻɿ ʻɁȇ ɲȇǁʮˋʦȇɲȇɴʻ 
of its power or energy because it provides very useful additional 
ɆɴȷɿʦɲǁʻɆɿɴ֟ ɠɆɝȇ ʮʣǁʻɆǁɠ ȇɴȇʦȺˮ ɿʦ ɆɴʻȇɴʮɆʻˮ ǿɆʮʻʦɆǷˋʻɆɿɴ֟ Ƿȇǁɲ ˣɆǿʻɁʮ֟ 
centroid, ellipticity and orientation, that may help you determine if your 
laser-based systems are operating optimally.

řɁȇ VȇǁɲǁȺȇ Ɇʮ ʻɁȇ ɲɿʮʻ Ǹɿʮʻ׀ȇȷȷȇǸʻɆˢȇ ŧŊVҧ֥Ҥ Vȇǁɲ ľʦɿ̌ɠɆɴȺ Wǁɲȇʦǁ ɿɴ 
ʻɁȇ ɲǁʦɝȇʻ֥ Ìʻ Ɇʮ ǁˢǁɆɠǁǷɠȇ ȷɿʦ ŧƗ ʻɿ Ìł ˣǁˢȇɠȇɴȺʻɁʮ ǁɴǿ Ɇɴ Ҧ ʮɆ́ȇʮ֥  Ìʻ Ǹɿɲȇʮ 
with an intuitive and complete software that features an array of useful 
tools and functions. Its calculations are ISO compliant.

BEAM PROFILING CAMERAS

MAIN SPECIFICATIONS

Vh!ā!¹hֻҨā Vh!ā!¹hֻҨāֻÌł Vh!ā!¹hֻҨāֻ·ěWŧŊ
Wavelength range

	 Camera only 350 - 1150 nm 1495 - 1595 nm 350 - 1150 nm

	 Ykvj"WI33/WX"Ńnvgt 250 - 370 nm --- ---

	 With B3-IR-Filter 1250 - 1350 nm --- ---

Pixel count 4.2 MPixels 4.2 MPixels 4.2 MPixels

H x V 2048 x 2048 2048 x 2048 2048 x 2048

Sensor size 11.3 x 11.3 mm 11.3 x 11.3 mm 20.5 x 20.5 mm

The performance of a laser in practical applications is critical in the design 
ɿȷ ɿʣʻɆǸǁɠ ʮˮʮʻȇɲʮ ǁɴǿ ȷɿǸˋʮɆɴȺ ǁʣʣɠɆǸǁʻɆɿɴʮ֟ ǁɴǿ Ɇʻ Ǹǁɴ Ƿȇ ʥˋǁɴʻɆ̌ȇǿ Ƿˮ 
measuring M2, the laser beam quality factor, which indicates how close a 
laser is to being an ideal Gaussian beam.

řɁȇ VȇǁɲǁȺȇ׀āҦ ǁǸʥˋɆʦȇʮ ǁ ʮȇʥˋȇɴǸȇ ɿȷ Ƿȇǁɲ ʣʦɿ̌ɠȇ ɲȇǁʮˋʦȇɲȇɴʻʮ ʻɿ 
automatically perform beam quality measurements within a few seconds. 
Ìʻ Ɇʮ ȇʥˋɆʣʣȇǿ ˣɆʻɁ ʻɁȇ ɠǁʦȺȇʮʻ ɿʣʻɆǸʮ ɿɴ ʻɁȇ ɲǁʦɝȇʻ ȷɿʦ ȇǁʮˮ ǁɠɆȺɴɲȇɴʻ 
and fast measurements that you can trust. Its software is both intuitive 
and ISO compliant.

BEAM QUALITY MEASUREMENT

http://gentec-eo.com/laser-beam-diagnostics
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ACCESSORIES

INTUITIVE SOFTWARE INTERFACE

KEY FEATURES

WāěŊ Ƿȇǁɲ ʣʦɿ̌ɠɆɴȺ Ǹǁɲȇʦǁʮ

ŊʻǁǸɝǁǷɠȇ ą^ ̌ɠʻȇʦʮ
(0.5, 1.0, 2.0, 3.0, 4.0 & 5.0)

Pelican carrying case

UV converters &
IR adaptors

ŧŊV׀! ʻɿ ŧŊV׀W ǁǿǁʣʻɿʦ

ŧƗ ǁɴǿ Ìł ̌ɠʻȇʦʮ

V! ʮȇʦɆȇʮ
optical attenuators

Stand with delrin post

	 USB 3.0 FOR THE FASTEST TRANSFER RATES
ŧʣ ʻɿ ҥҤƢ ȷǁʮʻȇʦ ʻɁǁɴ ʦȇȺˋɠǁʦ ŧŊV Ҧ֥Ҥ ǸɿɴɴȇǸʻɆɿɴʮ

	 HIGH RESOLUTION
Ҩ֥Ҧ āʣɆ˭ȇɠʮ ʦȇʮɿɠˋʻɆɿɴ ȺɆˢȇʮ ǁǸǸˋʦǁʻȇ ʣʦɿ̌ɠȇ 
measurements of very small beams

	 LARGE APERTURES

•ת ҥҥ֥ҧ ˭ ҥҥ֥ҧ ɲɲ ȷɿʦ ʻɁȇ VȇǁɲǁȺȇ׀Ҩā
•ת ҦҤ֥ҩ ˭ ҦҤ֥ҩ ɲɲ ȷɿʦ ʻɁȇ VȇǁɲǁȺȇ׀Ҩā׀·ěWŧŊ

	 AVAILABLE WITH IR COATING
VȇǁɲǁȺȇ Ҩā׀Ìł Ǹǁɲȇʦǁʮ Ɂǁˢȇ ǁ ʮʣȇǸɆǁɠ ʣɁɿʮʣɁɿʦ 
coating for IR wavelengths (1495-1595 nm)

	 ISO COMPLIANT
D4Јǿȇ̌ɴɆʻɆɿɴ ɿȷ ǿɆǁɲȇʻȇʦ֟ ǸȇɴʻʦɿɆǿ֟ ȇɠɠɆʣʻɆǸɆʻˮ 
ǁɴǿ ɿʦɆȇɴʻǁʻɆɿɴ ǁʦȇ ÌŊě ҥҥҥҨҪ֞ҦҤҤҨ ǁɴǿ ҥҥҥҨҪ֞ҦҤҤҩ 
compliant

	 EXTERNAL TRIGGER
řɿ ʮˮɴǸɁʦɿɴɆ́ȇ ʻɁȇ Ǹǁɲȇʦǁ ˣɆʻɁ ǁ ʣˋɠʮȇǿ ɠǁʮȇʦ

Easy to navigate interface, with many displays and control features:

  2D, 3D and XY Displays
  VǁǸɝȺʦɿˋɴǿ ŊˋǷʻʦǁǸʻɆɿɴ ·ˋɴǸʻɆɿɴ
  ŧɴɆʥˋȇ ה!ɴɆɲǁʻȇו ·ˋɴǸʻɆɿɴ
  Gaussian Fit
  Semi-Log Graph

Fiber adaptors & connectors
(FC, ST and SMA)

http://gentec-eo.com/laser-beam-diagnostics
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KEY FEATURES

AUTOMATED MEASUREMENTS

Automated M2 measurement system

	 LARGE APERTURES
The only M2 ʮˮʮʻȇɲ ɿɴ ʻɁȇ ɲǁʦɝȇʻ ȇʥˋɆʣʣȇǿ ˣɆʻɁ ǁ 
Ǹɿɲʣɠȇʻȇ ʮȇʻ ɿȷ ҩҤɲɲ ַҦָחח ɿʣʻɆǸʮ֥ !ɠʮɿ֟ ʻɁȇ ʮȇɴʮɿʦ 
Ɇʮ ҥҥ֥ҧ ˭ ҥҥ֥ҧɲɲ

	 SIMPLE ALIGNMENT
řˣɿ Ƿȇǁɲ׀ʮʻȇȇʦɆɴȺ ɲɆʦʦɿʦʮ ǁʦȇ ɆɴǸɠˋǿȇǿ ȷɿʦ ʥˋɆǸɝ 
and easy alignment of your laser into the system.

	 COMPACT
řɁȇ ɠɿˣ׀ʣʦɿ̌ɠȇ ɆɴȺȇɴɆɿˋʮ ɲȇǸɁǁɴɆǸʮ ɲǁɝȇ Ɇʻ ȇǁʮˮ 
ʻɿ ̌ʻ ʻɁȇ ǿȇˢɆǸȇ ɿɴ ǁɴˮ ɿʣʻɆǸǁɠ ʻǁǷɠȇ

	 ISO COMPLIANT
The calculations are fully compliant to the ISO 
ҥҥҥҨҪ ǁɴǿ ҥҧҪҭҨ ʮʻǁɴǿǁʦǿʮ 

	 FAST ACQUISITION
āǁɝȇ ǁ Ǹɿɲʣɠȇʻȇ֟ ÌŊě׀ǸɿɲʣɠɆǁɴʻ ɲȇǁʮˋʦȇɲȇɴʻ Ɇɴ 
only 20 seconds with the ROI feature and in less 
than a minute with full-frame acquisition

	 FLEXIBLE & INTUITIVE SOFTWARE

Inside the BEAMAGE-M2, a computer-controlled motorized rail allows 
precise positioning of two mirrors, which in turn allow a 400 mm beam path 
difference. At each position of the translation stage, a beam pro�le is acquired 
and the beam diameter is measured. The automation of the translation stage 
allowed by the software is the key to a fast measurement. 

Each BEAMAGE-M2 system includes an alignment tube that helps you set up 
the system faster. Simply use the two alignment mirrors to center your laser 
beam onto both irises, and you will be ready to start measuring in no time! 

The �uorescent material around the pinholes also helps to align beams that are 
in the NIR range without having to use an IR viewer.

ľł!WřÌW!ö !öÌ¹ąāhąř řěěö
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KEY FEATURES OVERVIEW OF THE MODELS

COMPATIBLE PRODUCTS

ąȇˋʻʦǁɠ ǿȇɴʮɆʻˮ ַą^ָ ̌ɠʻȇʦʮ ׀ ˋʣ ʻɿ ҥ Ƙ

MODEL NAME hŀŧÌƗ!öhąř  
ATTENUATION

TRANSMITTANCE 
!ř Ҫҧҧ ąā

SM1 FILTERS SM2 FILTERS
ND0.5 ND0.5-FOCUS (1/3.16) ~32 %

ND1.0 ND1.0-FOCUS (1/10) ~10 %

ND2.0 ND2.0-FOCUS (1/100) ~1 %

ND3.0 ND3.0-FOCUS (1/1000) ~0.1 %

ND4.0 ND4.0-FOCUS (1/10 000) ~0.01 %

ND5.0 ND5.0-FOCUS (1/100 000) ~0.001 %

NDSET-6"*Ugv"qh"8"Ńnvgtu+

NDSET-3"*Ugv"qh"5"Ńnvgtu<"PF3."PF4."PF5+

PF/J"*PF"Ńnvgt"jqnfgt+

	 FOR ALL BEAMAGE MODELS
Ƙȇ ɿȷȷȇʦ ˢǁʦɆɿˋʮ Ŋāҥ׀ʻɁʦȇǁǿȇǿ ǁǷʮɿʦʣʻɆˢȇ ą^ ̌ɠʻȇʦʮ 
ʻɁǁʻ Ǹǁɴ Ƿȇ ̌˭ȇǿ ǿɆʦȇǸʻɠˮ ɿɴ ʻɁȇ ǁʣȇʦʻˋʦȇ ɿȷ ʻɁȇ 
VȇǁɲǁȺȇ Ǹǁɲȇʦǁ ˢɆǁ ǁ Ŋāҥ ʻɿ W׀ɲɿˋɴʻ ǁǿǁʣʻɿʦ֥ 
Ƙȇ ǁɠʮɿ ɿȷȷȇʦ ŊāҦ׀ʻɁʦȇǁǿȇǿ ̌ɠʻȇʦʮ ʻɁǁʻ Ǹǁɴ Ƿȇ ̌˭ȇǿ 
ɿɴ ʻɁȇ VȇǁɲǁȺȇ׀Ҩā׀·ěWŧŊ ˢɆǁ ǁ ŊāҦ ʻɿ ř׀āɿˋɴʻ 
adaptor. 

	 HIGH-QUALITY OPTICS
řɁȇʮȇ ̌ɠʻȇʦʮ ʦȇǿˋǸȇ ʻɁȇ ɆɴʻȇɴʮɆʻˮ ɿȷ ǁɠɠ ˣǁˢȇɠȇɴȺʻɁʮ 
without affecting the wavefront of the beam or 
distorting the image.

	 STACKABLE ATTENUATION
ŊˋǷʮȇʥˋȇɴʻ ̌ɠʻȇʦʮ Ǹǁɴ Ƿȇ ʮʻǁǸɝȇǿ ǿɆʦȇǸʻɠˮ ɿɴ ȇǁǸɁ 
ɿʻɁȇʦ֥ Ŋȇʻʮ ɿȷ ҧ ̌ɠʻȇʦʮ ɿʦ Ҫ ̌ɠʻȇʦʮ ǁʮ ˣȇɠɠ ǁʮ ɆɴǿɆˢɆǿˋǁɠ 
̌ɠʻȇʦʮ ǁʦȇ ǁˢǁɆɠǁǷɠȇ֥ 

Vh!ā!¹h׀Ҩā Vh!ā!¹h׀Ҩā׀·ěWŧŊ PH series
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!WWhŊŊěłÌhŊ ·ěł V!ҧҦֻҥôƘ

!WWhŊŊěłÌhŊ ·ěł V!ҥҪֻҪҤŊ

COMPATIBLE PRODUCTS

MULTIPLES USES

ěʣʻɆǸǁɠ ǁʻʻȇɴˋǁʻɿʦʮ ׀ ˋʣ ʻɿ ҥ ɝƘ

V!ҧҦ ɲɿˋɴʻɆɴȺ ɝɆʻ ȷɿʦ  
UP55N-40S-H9

V!ҧҦ ɲɿˋɴʻɆɴȺ ɝɆʻ ȷɿʦ  
Vh!ā!¹h׀Ҩā׀·ěWŧŊ

UP19K-110F-H9  
ַɆɴǸʦȇǁʮȇ ɲǁ˭ ʣɿˣȇʦ ʻɿ ҩҤҤ Ƙָ

V!ҧҦ ɲɿˋɴʻɆɴȺ ɝɆʻ ȷɿʦ  
Vh!ā!¹h׀Ҩā

UP19K-15S-H5  
ַɆɴǸʦȇǁʮȇ ɲǁ˭ ʣɿˣȇʦ ʻɿ ҥҩҤ Ƙָ

	 āɿɴɆʻɿʦ ʣɿˣȇʦ ǁɴǿ Ƿȇǁɲ ʣʦɿ̌ɠȇ ʮɆɲˋɠʻǁɴȇɿˋʮɠˮ
	 ľɿɠǁʦɆ́ǁʻɆɿɴ ɆɴʮȇɴʮɆʻɆˢȇ Ƿȇǁɲ׀ʮʣɠɆʻʻȇʦ ˣɆʻɁ ɴɿ ǷǁǸɝ׀ʦȇ̎ȇǸʻɆɿɴʮ
	 ěʣʻɆǸǁɠ ʣɆǸɝ׀ɿȷȷ ȷɿʦ ˋʮȇ ˣɆʻɁ ɿˋʦ ȇɴȇʦȺˮ ɿʦ ʣɿˣȇʦ ǿȇʻȇǸʻɿʦʮ
	 !ʻʻȇɴˋǁʻɿʦ ȷɿʦ ɿˋʦ ɁɆȺɁ ʮȇɴʮɆʻɆˢɆʻˮ ǿȇʻȇǸʻɿʦʮ ɠɆɝȇ āҪ ʮȇʦɆȇʮ ǁɴǿ ľÇ ʮȇʦɆȇʮ

	 MANAGE THE LASER POWER 
CMOS sensors have low saturation levels as well as low 
damage thresholds. It is thus very important that you 
control your laser power to get the best measurement 
ʣɿʮʮɆǷɠȇ ǁɴǿ ǁˢɿɆǿ ǿǁɲǁȺɆɴȺ ʻɁȇ Vh!ā!¹h Ǹǁɲȇʦǁ֥

	 SAMPLE YOUR LASER BEAM 
řɁȇ V! ʮȇʦɆȇʮ ɿʣʻɆǸǁɠ ǁʻʻȇɴˋǁʻɿʦʮ ˋʮȇ ·ʦȇʮɴȇɠ 
ʦȇ̎ȇǸʻɆɿɴʮ ɿɴ ʻˣɿ ɿʦʻɁɿȺɿɴǁɠ ˣȇǿȺȇʮ ʻɿ ʣɆǸɝ ɿȷȷ ǁ 
small fraction of the input beam. The incoming beam 
ʣɿɠǁʦɆ́ǁʻɆɿɴ ʮʻǁʻȇ ǁɴǿ ɆʦʦǁǿɆǁɴǸȇ ǁʦȇ ʣʦȇʮȇʦˢȇǿ֥

	 IMPROVED MECHANICS
řɁȇ V!ҥҪ ɲɿǿȇɠʮ ǁʦȇ ɴɿˣ ǸɿɲʣǁʻɆǷɠȇ ˣɆʻɁ ҧҤ׀ɲɲ 
cage systems and also include SM1 threads on the 
input face

Vh!ā!¹h׀Ҩā Vh!ā!¹h׀Ҩā׀·ěWŧŊ
ַȷɿʦ V!ҧҦ׀ҥôƘ ɿɴɠˮָ

āҪ ʮȇʦɆȇʮ

PH series

http://gentec-eo.com/laser-beam-diagnostics
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Wavelength management

SPECIFICATIONS

MAIN CHARACTERISTICS

ŧƗ Wɿɴˢȇʦʻȇʦʮ ʻǁɝȇ ǁǿˢǁɴʻǁȺȇ ɿȷ ǁ ʣɁȇɴɿɲȇɴɿɴ 
Ǹǁɠɠȇǿ ̎ˋɿʦȇʮǸȇɴǸȇ ʻɿ ȇ˭ʻȇɴǿ ʻɁȇ ʣȇʦȷɿʦɲǁɴǸȇ ʦǁɴȺȇ 
ɿȷ ʻɁȇ VȇǁɲǁȺȇ Ƿȇǁɲ ʣʦɿ̌ɠɆɴȺ Ǹǁɲȇʦǁ ʻɿ ˋɠʻʦǁˢɆɿɠȇʻ 
ˣǁˢȇɠȇɴȺʻɁʮ֥ ! ̎ˋɿʦȇʮǸȇɴʻ Ǹʦˮʮʻǁɠ ɠɿǸǁʻȇǿ ǁʻ ʻɁȇ 
entrance of the converter absorbs UV wavelengths 
and reemits longer wavelengths (in the visible 
spectrum), which are less energetic and detected by 
the CMOS sensor. 

VŊ·ҦҧWҥҥ֥ҧą VŊ·Ҧҧľҥҥ֥ҧą VŊ·Ҧҧłҥҥ֥ҧą VŊ·Ҧҧ¹ҥҥ֥ҧą
Input aperture Ø 23 mm 23 mm 23 mm 23 mm

Overall length (OAL) 97 mm 97 mm 97 mm 97 mm

OcipkŃecvkqp 1.4 1.4 1.4 1.4

Crystal type C P R G

Wavelength range 110 - 225 nm 10 - 350 nm 110 - 532 nm X-ray - 400 nm
Saturation level
	 193 nm 400 mJ/cm2 30 mJ/cm2 50 mJ/cm2 10 mJ/cm2

	 248 nm N/A 30 mJ/cm2 400 mJ/cm2 10 mJ/cm2

	 308 nm N/A 50 mJ/cm2 400 mJ/cm2 50 mJ/cm2

Decay time 3 - 5 μs 5 μs 4000 μs 0.1 μs

Max repetition rate 20 - 30 kHz 20 kHz 25 Hz 20 kHz

Product page

A complete procedure on how to choose the appropriate UV Converter (UV 
Converter Application Note) is available on our website at www.gentec-eo.com.

	 Transforms wavelengths contained between X-rays and 
400 nm to visible and near-IR wavelengths.

	 ÌɲǁȺȇʮ ɠǁʦȺȇʦ Ƿȇǁɲʮ ǿˋȇ ʻɿ ʻɁȇ ɲǁȺɴɆ̌ǸǁʻɆɿɴ 
properties of the optics.

	 VˋɆɠʻ ˣɆʻɁ ǁɴ ɆʦɆʮ ǁʻ ʻɁȇ ɿˋʻʣˋʻ ʣɿʦʻ ȷɿʦ ǁ Ǹɿɴʻʦɿɠ ɿȷ ʻɁȇ 
ȇ˭ʣɿʮˋʦȇ ɿɴ ʻɁȇ WāěŊ ʮȇɴʮɿʦ֥

	 łȇɲɿˢǁǷɠȇ ȇ˭ʻȇɴʮɆɿɴ ʻˋǷȇ ʻɁǁʻ Ɇʮ ȇǁʮɆɠˮ ̌˭ȇǿ ɿɴʻɿ ʻɁȇ 
ȇɴʻʦǁɴǸȇ ʣɿʦʻ ɿȷ ʻɁȇ VȇǁɲǁȺȇ Ǹǁɲȇʦǁ֥

	 Ready to use within minutes

UV CONVERTERS

http://gentec-eo.com/laser-beam-diagnostics
https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/uv-converters-bsf?utm_source=catalog&utm_medium=link-click
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ŊʣȇǸɆ̌ǸǁʻɆɿɴʮ ǁʦȇ ʮˋǷɘȇǸʻ ʻɿ ǸɁǁɴȺȇ ˣɆʻɁɿˋʻ ɴɿʻɆǸȇ

SPECIFICATIONS

EXCITATION SPECTRUMMAIN CHARACTERISTICS

Wavelength management

Typically, a CMOS silicon sensor is operating at its 
full potential when imaging lasers with wavelengths 
between 350 nm and 1150 nm. If you want to 
ȇ˭ʻȇɴǿ ʻɁȇ ʣȇʦȷɿʦɲǁɴǸȇ ʦǁɴȺȇ ɿȷ ˮɿˋʦ VȇǁɲǁȺȇ 
Ƿȇǁɲ ʣʦɿ̌ɠɆɴȺ Ǹǁɲȇʦǁ ʻɿ ʻɁȇ ɴȇǁʦ׀Ìł ʻȇɠȇǸɿɲ 
wavelengths band, you can use the IR Adaptor. This 
Ɇǿȇǁɠ ʮɿɠˋʻɆɿɴ ʻǁɝȇʮ ǁǿˢǁɴʻǁȺȇ ɿȷ ǁ ɲˋɠʻɆ׀ʣɁɿʻɿɴ 
ǁǷʮɿʦʣʻɆɿɴ ʣʦɿǸȇʮʮ ʻɿ ȇ˭ʻȇɴǿ ʻɁȇ ʮȇɴʮɆʻɆˢɆʻˮ ʦǁɴȺȇ 
of the camera sensor to a portion of the near-IR 
spectrum (1495 nm - 1595 nm).

IR ADAPTOR
Active area 27.5 mm Ø

IR spectral range 1495 nm - 1595 nm

Peak IR sensitivity 1510 nm and 1540 nm

Converted wavelengths 950 nm - 1075 nm

Pixel Multiplication Factor 3.29

Minimum beam size 230 µm

Maximum beam size 19 mm

Maximum resolution 12 lp/mm over active area 40 lp/mm at sensor focal plane

Distortion -1.0 % barrel distortion (inverted image)

Linearity Non-Linear, IR converted output ~ IR input intensity 1.41

Spectral transmission 360 nm  - 2000 nm at F30.8

Damage threshold 1 W/cm2

Dimensions 46 mm Ø x 97 mm L

Operating temperature -10°C to +40°C

Weight 210 g

Product page
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	 Converts wavelengths between 1495 nm and 1595 
nm to shorter wavelengths between 950 nm and 
1075 nm.

	 Images larger beams due to the convergent 
properties of the optics (3.29X).

	 VˋɆɠʻ ˣɆʻɁ ǁ ɁɆȺɁ ʥˋǁɠɆʻˮ Ǹɿǁʻȇǿ ǁɴʻɆ׀ʦȇ̎ȇǸʻɆɿɴ Ɇɴʣˋʻ 
window that allows wavelength conversion with low 
ǿɆʮʻɿʦʻɆɿɴ ǁɴǿ ɲǁ˭Ɇɲˋɲ ɆɲǁȺȇ ʦȇʮɿɠˋʻɆɿɴ֥

	 Removable and easily C-mounted onto the entrance 
port of the camera.

	 Ready to use within minutes.

IR ADAPTOR

https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ir-adaptor?utm_source=catalog&utm_medium=link-click
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Wavelength management
FILTERS

MODEL ŧ¹ҥҥֻŧƗ
Spectral range 250 nm - 370 nm

Diameter 25 mm Ø

Clear aperture 80 % of area

Dimensional tolerance +0.0 / -0.2 mm

Thickness 3 mm

Thickness tolerance +0.0 / -0.2 mm

Parallelism < 3 arcmin

Uwthceg"ńcvpguu < ɚ/4

Maximum power 1 W

Surface quality 40 - 20 Scratch-Dig

Damage threshold 30 W/cm2 (typical)

Product page

	* ^ǁʻǁ ʮʣȇǸɆ̌ȇǿ ǁʻ Ҫҧҧ ɴɲ

MODEL VҧֻÌłֻ·Ìöřhł
Spectral range 1250 - 1350 nm

Diameter 25 mm Ø

Clear aperture 80 % of area

Dimensional tolerance +0.0/-0.2 mm

Thickness 6.3 mm max

Parallelism < 3 arcmin

Uwthceg"ńcvpguu < ɚ/4

Maximum power 1 W

Surface quality 80-50 Scratch-Dig

Damage threshold 30 W/cm2 (Typical)

Product page

 

UV BANDPASS FILTER
Ƙȇ ǁɠʮɿ ɿȷȷȇʦ ǁ Ǹɿɠɿʦ Ⱥɠǁʮʮ ̌ɠʻȇʦ ʮʣȇǸɆǁɠɠˮ ǿȇʮɆȺɴȇǿ ȷɿʦ ʻɁȇ ŧƗ ʮʣȇǸʻʦˋɲ֥ ^ȇʣȇɴǿɆɴȺ ɿɴ ʻɁȇ ˣǁˢȇɠȇɴȺʻɁ֟ ʻɁȇ ŧ¹ҥҥ׀ŧƗ ̌ɠʻȇʦ ʻʦǁɴʮɲɆʻʮ  
ҦҤ׳ᴰ ʻɿ ҫҤ׳ᴰ ɿȷ ʻɁȇ Ɇɴʣˋʻ Ƿȇǁɲ ʣɿˣȇʦ֥ Ìʻ Ɇʮ ʣǁʦʻɆǸˋɠǁʦɠˮ ˋʮȇȷˋɠ ȷɿʦ ǁʣʣɠɆǸǁʻɆɿɴʮ ˣɆʻɁ ˣǁˢȇɠȇɴȺʻɁʮ ǸɿɴʻǁɆɴȇǿ Ƿȇʻˣȇȇɴ ҦҩҤ ɴɲ ǁɴǿ  
ҧҫҤ ɴɲ֥ ěʻɁȇʦ ˣǁˢȇɠȇɴȺʻɁʮ ǁʦȇ ǷɠɿǸɝȇǿ Ƿˮ ʻɁȇ ̌ɠʻȇʦ֥

 IR FILTER
řɁȇ Vҧ׀Ìł׀·Ìöřhł Ɇʮ ǁ Ǹɿɠɿʦ Ⱥɠǁʮʮ ̌ɠʻȇʦ ʮʣȇǸɆ̌Ǹǁɠɠˮ ǿȇʮɆȺɴȇǿ ȷɿʦ Ìł ǁʣʣɠɆǸǁʻɆɿɴʮ֥ !ǸʻɆɴȺ ǁʮ ǁ ɠɿɴȺʣǁʮʮ ̌ɠʻȇʦ֟ ʻɁȇ Vҧ׀Ìł׀·Ìöřhł Ǹˋʻʮ ǁɠɠ 
ʻɁȇ ˣǁˢȇɠȇɴȺʻɁʮ Ƿȇɠɿˣ ҥҦҩҤ ɴɲ ǁɴǿ ɿɴɠˮ ɠȇʻʮ ʻɁȇ Ìł ˣǁˢȇɠȇɴȺʻɁʮ ʣǁʮʮ֥ Ìʻ ʻʦǁɴʮɲɆʻʮ ǁʣʣʦɿ˭Ɇɲǁʻȇɠˮ ҫҤ׳ᴰ ɿȷ ʻɁȇ ɆɴǸɆǿȇɴʻ ɠɆȺɁʻ֥ 
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SPECIFICATIONS

SPECIFICATIONS

http://gentec-eo.com/laser-beam-diagnostics
https://www.gentec-eo.com/products/ug11-uv?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/b3-ir-filter?utm_source=catalog&utm_medium=link-click
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Vȇǁɲ ʮɆ́ȇ ɲǁɴǁȺȇɲȇɴʻ

CAMERA LENSES
Wǁɲȇʦǁ ɠȇɴʮȇʮ ˣɿʦɝ Ƿˮ ɆɴǿɆʦȇǸʻɠˮ ɆɲǁȺɆɴȺ ɿɴ ʻɁȇ ʮȇɴʮɿʦ ʻɁȇ ʦȇ̎ȇǸʻɆɿɴ ɿʦ ʻɁȇ ʻʦǁɴʮɲɆʮʮɆɿɴ ɿȷ ǁ Ƿȇǁɲ ʻɁǁʻ ʣʦȇˢɆɿˋʮɠˮ ˣȇɴʻ ʻɁʦɿˋȺɁ ǁ 
diffusing material such as glass (see diagrams below). 

Ìʻ Ɇʮ ɴȇǸȇʮʮǁʦˮ ʻɿ ˋʮȇ ǁ Ǹǁɲȇʦǁ ɠȇɴʮ ʻɿ ɆɲǁȺȇ Ƿȇǁɲʮ ʻɁǁʻ ǁʦȇ ɠǁʦȺȇʦ ʻɁǁɴ ʻɁȇ WāěŊ ʮȇɴʮɿʦ ַҥҥ֥ҧ ɲɲ Ƣ ҥҥ֥ҧ ɲɲָ ɿȷ ʻɁȇ VȇǁɲǁȺȇ Ƿȇǁɲ 
ʣʦɿ̌ɠɆɴȺ Ǹǁɲȇʦǁ֥ ! Ǹǁɲȇʦǁ ɠȇɴʮ Ǹǁɴ Ƿȇ ǿɆʦȇǸʻɠˮ W׀ɲɿˋɴʻȇǿ ɿɴʻɿ ʻɁȇ ǁʣȇʦʻˋʦȇ ɿȷ ʻɁȇ VȇǁɲǁȺȇ Ǹǁɲȇʦǁ֥

WöֻҦҩ WöֻҩҤ
Focal length 25 mm 50 mm

Horizontal FOV 14° 7°

FOV at 1m 245 mm 120 mm

Minimum working distance 0.5 m 1 m

Maximum beam size 2000 mm X 2000 mm  
(not a limiting factor)

2000 mm X 2000 mm 
(not a limiting factor)

Maximum measurable intensity / energy Very high because of indirect  
mechanism

Very high because of indirect  
mechanism

Inverted image Yes Yes

Beam distortion Setup, lens aberration and speckles 
from diffusing glass

Setup, lens aberration and speckles 
from diffusing glass

Diffusing material needed Yes Yes

OcipkŃecvkqp"ecnkdtcvkqp"pggfgf Yes Yes

Possibility of wavelength conversion Yes Yes

Qrvkecn"Ńnvgt"pggfgf Rarely to never Rarely to never

Removable Yes Yes

Product page
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SPECIFICATIONS

Ìā!¹Ìą¹ ! łh·öhWřh^ Vh!āÌā!¹Ìą¹ ! řł!ąŊāÌřřh^ Vh!ā

https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/cl-25?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/cl-50?utm_source=catalog&utm_medium=link-click
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ŊʣȇǸɆ̌ǸǁʻɆɿɴʮ
ABSORPTION CURVES
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Saturation Level
(With ND4.0 Filter, 0.06 msec Exposure Time)

Minimum Measurable Power
(With ND4.0 Filter, 200 msec Exposure Time)

Never exceed 1 W of Average Power on the Filter

BEAMAGE-4M

BEAMAGE-4M-FOCUS

BEAMAGE-4M
BEAMAGE-4M-FOCUS

http://gentec-eo.com/laser-beam-diagnostics
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Overview of the different models
TERAHERTZ DETECTORS

řɁȇ řḈ ʣɿʦʻɆɿɴ ɿȷ ʻɁȇ ȇɠȇǸʻʦɿɲǁȺɴȇʻɆǸ ʮʣȇǸʻʦˋɲ ̌ɠɠʮ ʻɁȇ Ⱥǁʣ Ƿȇʻˣȇȇɴ ʻɁȇ ȷǁʦ Ɇɴȷʦǁʦȇǿ ǁɴǿ ʻɁȇ ɲɆǸʦɿˣǁˢȇʮ֥ āɿʦȇ ʣʦȇǸɆʮȇɠˮ֟ Ɇʻ Ɇʮ ɴȇʮʻɠȇǿ 
Ƿȇʻˣȇȇɴ ʻɁȇ ɁɆȺɁ׀ȷʦȇʥˋȇɴǸˮ ȇǿȺȇ ɿȷ ʻɁȇ ɲɆǸʦɿˣǁˢȇ Ƿǁɴǿ֟ ҧҤҤ ¹Ḉ ַҧᴚҥҤ11 Ḉָ֟ ǁɴǿ ʻɁȇ ɠɿɴȺ׀ˣǁˢȇɠȇɴȺʻɁ ȇǿȺȇ ɿȷ ȷǁʦ׀Ɇɴȷʦǁʦȇǿ ɠɆȺɁʻ֟ 
ҧҤҤҤ ¹Ḉ ַҧᴚҥҤ12 Ḉ ɿʦ ҧ řḈָ֥ Ìɴ ˣǁˢȇɠȇɴȺʻɁʮ֟ ʻɁɆʮ ʦǁɴȺȇ Ǹɿʦʦȇʮʣɿɴǿʮ ʻɿ Ҥ֥ҥ ɲɲ ַɿʦ ҥҤҤ Ңɲָ Ɇɴȷʦǁʦȇǿ ʻɿ ҥ֥Ҥ ɲɲ ɲɆǸʦɿˣǁˢȇ֥ řɁȇ řḈ 
Ƿǁɴǿ Ɇʮ ʮȇʻ Ɇɴ ʻɁȇ ʦȇȺɆɿɴ ˣɁȇʦȇ ȇɠȇǸʻʦɿɲǁȺɴȇʻɆǸ ʣɁˮʮɆǸʮ Ǹǁɴ Ƿȇʮʻ Ƿȇ ǿȇʮǸʦɆǷȇǿ Ƿˮ Ɇʻʮ ˣǁˢȇ׀ɠɆɝȇ ǸɁǁʦǁǸʻȇʦɆʮʻɆǸʮ ַɲɆǸʦɿˣǁˢȇָ ǁɴǿ Ɇʻʮ 
ʣǁʦʻɆǸɠȇ׀ɠɆɝȇ ǸɁǁʦǁǸʻȇʦɆʮʻɆǸʮ ַɆɴȷʦǁʦȇǿָ֥ 

IR Vis

30 cm 3 cm 3 mm 300 µm 30 µm 3 µm 300 nm 30 nm

UV

10-3 THz 10-2 THz 0.1 THz 1 THz 10 THz 100 THz 1000 THz 10000 THz

Radiowaves Microwaves X-Rays

Frequency

Wavelength

THz Gap PhotonicsElectronics

WHAT IS IT USED FOR?
řḈ ʦǁǿɆǁʻɆɿɴ Ɇʮ ɆɴʻȇʦȇʮʻɆɴȺ ǷȇǸǁˋʮȇ ɿȷ ʻɁȇ ˣǁˮ Ɇʻ ɆɴʻȇʦǁǸʻʮ ˣɆʻɁ 
matter:

	• Ìʻ Ǹǁɴ ʣȇɴȇʻʦǁʻȇ ʻɁɆɴȺʮ ɠɆɝȇ ˣɿɿǿ֟ ʣɠǁʮʻɆǸʮ֟ ǸɠɿʻɁɆɴȺ֟ ǁɴǿ ɿʻɁȇʦ 
materials. 

	• Ìʻ Ɇʮ ǁɠʮɿ ǁǷʮɿʦǷȇǿ Ƿˮ ˣǁʻȇʦ֟ ɿʦ ǁ ɲǁʻȇʦɆǁɠ ʻɁǁʻ ǸɿɴʻǁɆɴʮ ˣǁʻȇʦ֟ ɠɆɝȇ 
Ɂˋɲǁɴ ʮɝɆɴ֥

	• Ìʻ Ɇʮ ɴɿɴ׀ɆɿɴɆ́ɆɴȺ ǁɴǿ ʻɁȇʦȇȷɿʦȇ ɴɿʻ Ɂǁʦɲȷˋɠ ʻɿ Ɂˋɲǁɴʮ ɠɆɝȇ Ƣ׀ʦǁˮʮ 
can be.

ěɴȇ ɿȷ ʻɁȇ ̌ʦʮʻ ˋʮȇʮ Ɇʮ ʻɁȇ הȷˋɠɠ Ƿɿǿˮ ʮǸǁɴו ˋʮȇǿ ǁʻ ǁɆʦʣɿʦʻʮ֥ Ìʻ ǁɠʮɿ 
has uses in medical applications for early detection of cancer cells.

HOW IS IT MEASURED?
řḈ ʮɿˋʦǸȇʮ ʦǁɴȺȇ Ɇɴ ʣɿˣȇʦ ȷʦɿɲ ɴƘ ʻɿ ɲƘ ǁɴǿ Ɇɴ ȇɴȇʦȺˮ 
ȷʦɿɲ ɴî ʻɿ ɲî֥ öɆɝȇ ɲɿʮʻ ȇɠȇǸʻʦɿɲǁȺɴȇʻɆǸ ʮɿˋʦǸȇʮ֟ ʻɁȇˮ ɲˋʮʻ 
Ƿȇ ǸɁǁʦǁǸʻȇʦɆ́ȇǿ ȷɿʦ ʣȇʦȷɿʦɲǁɴǸȇ ǁɴǿ֫ɿʦ Ǹɿɴʻʦɿɠ֥

ěɠǿȇʦ řḈ ǿȇʻȇǸʻɆɿɴ ɲȇʻɁɿǿʮ ɆɴǸɠˋǿȇ֞
	• Golay cells
	• Microbolometers
	• Electronic antennas

ąȇˣȇʦ řḈ ǿȇʻȇǸʻɆɿɴ ɲȇʻɁɿǿʮ ɆɴǸɠˋǿȇ֞
	• Pyroelectric detectors
	• ŊǸɁɿʻʻɝˮ ǿɆɿǿȇ ǿȇʻȇǸʻɿʦʮ
	• Photoacoustic detectors

Golay cells are large, fragile, costly and have a limited measurement range.

ľˮʦɿȇɠȇǸʻʦɆǸ ǿȇʻȇǸʻɿʦʮ ַɠɆɝȇ ʻɁȇ ɿɴȇʮ ˋʮȇǿ Ɇɴ ɿˋʦ řÇƷ ǿȇʻȇǸʻɿʦʮָ ǁʦȇ ʮɲǁɠɠ֟ ʮȇɴʮɆʻɆˢȇ֟ ǿˋʦǁǷɠȇ ǁɴǿ ɠȇʮʮ Ǹɿʮʻɠˮ֥ Ŋɿɲȇ ɿȷ ʻɁȇɆʦ ǁǿˢǁɴʻǁȺȇʮ ǁʦȇ֞
	• ÇɆȺɁ ʣȇʦȷɿʦɲǁɴǸȇ Ɇɴ ǁ ʮɲǁɠɠ ʣǁǸɝǁȺȇ
	• Vʦɿǁǿ ʮʣȇǸʻʦǁɠ ʦȇʮʣɿɴʮȇ ַȷʦɿɲ Ҥ֥Ҧҩ ʻɿ ҧҤҤҤ ᴮɲָ
	• Wide dynamic range (from nW to mW)
	• Rugged and durable
	• Very cost-effective

WHAT IS TERAHERTZ RADIATION?

WHY ARE GENTEC-EO PRODUCTS BETTER?

http://gentec-eo.com/terahertz-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
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THZ-B

gentec-eo.com/terahertz-power-meter

OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

KEY FEATURES

řḈ׀V ǿȇʻȇǸʻɿʦʮ ǁɴǿ ř׀łǁǿ ɲɿǿˋɠȇʮ

SDC-500 digital
optical chopper

Winston cone Pelican carrying case

řֻł!^ֻ!ą!öě¹
(for "-DA" models only)

řֻł!^
(for "-DZ" models only)

Stand with delrin post

	 COVERS THE ENTIRE THZ SPECTRUM
Get the best precision across the entire wavelength range 
ǁɴǿ ʦȇɠǁʻɆˢȇ ɲȇǁʮˋʦȇɲȇɴʻʮ ȷʦɿɲ ҧҤ řḈ ʻɿ Ҥ֥ҥ řḈ֥

	 ROOM TEMPERATURE OPERATION
hǁʮɆȇʦ ʻɿ ˋʮȇ ǁɴǿ ɠȇʮʮ ȇ˭ʣȇɴʮɆˢȇ ʻɁǁɴ ǁ ¹ɿɠǁˮ Ǹȇɠɠ֥

	 MEASURE POWER FROM nW TO mW
With state of the art pyroelectric sensors, measure 
down to 10 nW with 1 nW NEP

	� USE WITH T-RAD THZ MODULE OR  
T-RAD-ANALOG POWER MODULE
Each head can be connected to an oscilloscope using 
the analog power module (T-Rad-Analog) or directly to 
a PC with the digital power module (T-Rad)

	 SEVERAL SENSOR SIZES AVAILABLE
Choice of 5 mm and 9 mm diameter

	 CALIBRATED AT 0.63 µm
!ɠɠ řḈ ǿȇʻȇǸʻɿʦʮ ǁʦȇ ǸǁɠɆǷʦǁʻȇǿ ǁʻ ǁ ʮɆɴȺɠȇ ˣǁˢȇɠȇɴȺʻɁ 
ַҤ֥Ҫҧ ᴮɲָ ǁɴǿ ɆɴǸɠˋǿȇ ǁ ʻˮʣɆǸǁɠ ˣǁˢȇɠȇɴȺʻɁ ǸɿʦʦȇǸʻɆɿɴ 
data from 0.25 to 440 µm. They are used for relative 
measurements outside that range.

	 SDC-500 OPTICAL CHOPPER
!ɠɠ řÇƷ׀V ǿȇʻȇǸʻɿʦʮ ʦȇʥˋɆʦȇ ʻɁȇ ˋʮȇ ɿȷ ǁɴ ɿʣʻɆǸǁɠ 
ǸɁɿʣʣȇʦ֟ ɠɆɝȇ ɿˋʦ Ŋ^W׀ҩҤҤ֟ ʻɿ ʮˮɴǸ ʻɁȇ ʮɆȺɴǁɠ ǁʻ ȇɆʻɁȇʦ  
ҩ Ḉ ַ^! ɲɿǿȇɠʮָ ɿʦ Ҧҩ Ḉ ַ^Ʒ ɲɿǿȇɠʮָ

T-Rad Module

Removable IR windows
(Various types available)

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	 TWO DETECTOR TYPES AVAILABLE:	
	 

  "DZ": digital output, used with T-RAD digital power module
  "DA": analog output, used with T-RAD-ANALOG analog power module

http://gentec-eo.com/terahertz-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/thz9b-bl-da-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/thz9b-bl-dz-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/thz5b-bl-da-d0?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/thz5b-bl-dz-d0?utm_source=catalog&utm_medium=link-click
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THZ-I-BNC
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OUTPUT OPTIONS

řḈ ǿȇʻȇǸʻɿʦʮ ˣɆʻɁ ɆɴʻȇȺʦǁʻȇǿ ǁɴǁɠɿȺ ɲɿǿˋɠȇ

ACCESSORIESKEY FEATURES

SDC-500 digital
optical chopper

Pelican carrying case

Stand with delrin post

	 COVERS THE ENTIRE THZ SPECTRUM
āȇǁʮˋʦȇ ǁǸǸˋʦǁʻȇɠˮ ȷʦɿɲ Ҥ֥Ҧҩ ʻɿ ҥҩ Ңɲ ǁɴǿ ȷʦɿɲ 
ҧҤ řḈ ʻɿ Ҥ֥ҥ řḈ Ɇɴ ʦȇɠǁʻɆˢȇ ʻȇʦɲʮ

	 MEASURE POWER FROM nW TO µW
āǁɝȇ ɠɿˣ׀ɠȇˢȇɠ ɲȇǁʮˋʦȇɲȇɴʻʮ ˣɆʻɁ ǁɴ ąhľ ɿȷ ҥ֥Ҥ ɴƘ

	 MEASURE ENERGY FROM nJ TO µJ
Wǁɴ Ƿȇ ˋʮȇǿ ˣɆʻɁ ɠɿˣ ʦȇʣȇʻɆʻɆɿɴ ʦǁʻȇ ʣˋɠʮȇǿ řḈ 
ʮɿˋʦǸȇʮ ʻɿ ɲȇǁʮˋʦȇ ʣˋɠʮȇ ȇɴȇʦȺˮ ˋʣ ʻɿ ҨҤ Ḉ

	 INTEGRATED ANALOG MODULE
Plug the device directly into your oscilloscope or 
öɿǸɝ׀Ìɴ !ɲʣɠɆ̌ȇʦ

	 BATTERY OR EXTERNAL POWER 
ÌɴǸɠˋǿȇʮ ҭƗ Ƿǁʻʻȇʦˮ ǁɴǿ ǁɴ ȇ˭ʻȇʦɴǁɠ ʣɿˣȇʦ ʮˋʣʣɠˮ

	 CALIBRATED AT 0.63 µm
!ɠɠ řḈ ǿȇʻȇǸʻɿʦʮ ǁʦȇ ǸǁɠɆǷʦǁʻȇǿ ǁʻ ǁ ʮɆɴȺɠȇ 
ˣǁˢȇɠȇɴȺʻɁ ַҤ֥Ҫҧ ᴮɲָ ǁɴǿ ɆɴǸɠˋǿȇ ʻˮʣɆǸǁɠ 
wavelength correction data from 0.25 to 440 µm. 
They are used for relative measurements outside 
that range.

	 SDC-500 OPTICAL CHOPPER
řɁȇ řÇƷ׀Ì׀VąW ɲɿǿȇɠʮ ʦȇʥˋɆʦȇ ʻɁȇ ˋʮȇ ɿȷ ǁɴ 
ɿʣʻɆǸǁɠ ǸɁɿʣʣȇʦ֟ ɠɆɝȇ ɿˋʦ Ŋ^W׀ҩҤҤ֟ ʦˋɴɴɆɴȺ ǁʻ ҩ Ḉ֥ 

Removable IR Windows
(Various types available)

	 ANALOG OUTPUT
ľɠˋȺ ʻɁȇ ǿȇˢɆǸȇ ǿɆʦȇǸʻɠˮ Ɇɴʻɿ ˮɿˋʦ ɿʮǸɆɠɠɿʮǸɿʣȇ ɿʦ ɠɿǸɝ׀Ɇɴ 
ǁɲʣɠɆ̌ȇʦ ˣɆʻɁ ʻɁȇ VąW ɿˋʻʣˋʻ

http://gentec-eo.com/terahertz-power-meter
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THZ-D
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OUTPUT OPTIONS

COMPATIBLE DISPLAYS & PC INTERFACES

KEY FEATURES

ACCESSORIES

řḈ ǿȇʻȇǸʻɿʦʮ ȷɿʦ ˋʮȇ ˣɆʻɁ ɿˋʦ ˋɴɆˢȇʦʮǁɠ ǿɆʮʣɠǁˮʮ ᵎ ľW ɆɴʻȇʦȷǁǸȇʮ

	 SMART DB15 CONNECTOR 
Contains all the calibration data

	 ANALOG OUTPUT
	When used with APM (D) analog power supply module

	  ALL-IN-ONE-METER (for THZ12D only)
Connects directly to a PC 
Two models available: 				     
 	   ŧŊV ɿˋʻʣˋʻ ַ׀Ìąřָ 
 	   RS-232 output (-IDR) 

SDC-500 digital
optical chopper

Pelican carrying case h˭ʻȇɴʮɆɿɴ ǸǁǷɠȇʮ
(4, 15, 20 or 25 m)

Stand with steel post
(for THZ12D)

	 COVERS THE ENTIRE THZ SPECTRUM
Get the best precision across the entire wavelength 
ʦǁɴȺȇ ǁɴǿ ʦȇɠǁʻɆˢȇ ɲȇǁʮˋʦȇɲȇɴʻʮ ȷʦɿɲ ҧҤ řḈ ʻɿ  
Ҥ֥ҥ řḈ֥

	 ROOM TEMPERATURE OPERATION
hǁʮɆȇʦ ʻɿ ˋʮȇ ǁɴǿ ɠȇʮʮ ȇ˭ʣȇɴʮɆˢȇ ʻɁǁɴ ǁ ¹ɿɠǁˮ Ǹȇɠɠ֥

	 CALIBRATED AT 10.6 µm
THZ-D detectors are calibrated at a single 
ˣǁˢȇɠȇɴȺʻɁ ҥҤ֥Ҫ ˋɲ ַҧҤ řḈָ ǁɴǿ ǁʻ ҥҤ Ḉ ǸɁɿʣʣɆɴȺ 
ȷʦȇʥˋȇɴǸˮ ȷɿʦ ʻɁȇ řÇƷҭ^֥ VɿʻɁ ɆɴǸɠˋǿȇ ʻˮʣɆǸǁɠ 
ˣǁˢȇɠȇɴȺʻɁ ǸɿʦʦȇǸʻɆɿɴ ǿǁʻǁ ȷʦɿɲ ҥҤ֥Ҫ ʻɿ ҨҨҤ ᴮɲ֥ 
They are used for relative measurements outside 
that range.

	 LARGE AREA
Models range from 9 mm Ø for the THZ9D and  
12 mm Ø for the THZ12D. 

	 WIDE RANGE OF MEASUREMENTS
Measure from 100 uW to 3 W of continuous power 
ˣɆʻɁ ʻɁȇ řÇƷҥҦ^ ɲɿǿȇɠ֟ ʻɁȇ ɁɆȺɁȇʮʻ Ɇɴ ɿˋʦ ʻȇʦǁɁȇʦʻ́ 
range of products, and down to 5 uW to 25 mW with 
the THZ9D model. 

	 USE WITH A UNIVERSAL  
	 DISPLAYS & PC INTERFACE

ąɿ ɴȇȇǿ ȷɿʦ ǁɴ ȇ˭ǸɠˋʮɆˢȇ ɲɿɴɆʻɿʦ֥ řɁȇʮȇ ˋɴɆʥˋȇ řḈ 
ǿȇʻȇǸʻɿʦʮ ˣɿʦɝ ˣɆʻɁ ɿˋʦ ǿɆʮʣɠǁˮ ᵎ ľW ɆɴʻȇʦȷǁǸȇ֥

	 SDC-500 OPTICAL CHOPPER
The THZ9D model requires the use of an optical 
ǸɁɿʣʣȇʦ֟ ɠɆɝȇ ɿˋʦ Ŋ^W׀ҩҤҤ֟ ʦˋɴɴɆɴȺ ǁʻ ҥҤ Ḉ֥ 

Stand with delrin
(for THZ9D)

MAESTRO U-LINK M-LINK
(for THZ12D)

APM (D) 
analog power module  

(for THZ9D)

Fiber adaptors & connectors
(FC, ST and SMA)

h˭ʻʦǁ ɆʮɿɠǁʻɆɿɴ ʻˋǷȇ

http://gentec-eo.com/terahertz-power-meter


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
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QS-THZ

gentec-eo.com/terahertz-power-meter

ľhłā!ąhąř Ìł ƘÌą^ěƘ ěľřÌěąŊ

ÇˮǷʦɆǿ řḈ ǿȇʻȇǸʻɿʦʮ

ACCESSORIESKEY FEATURES

SDC-500 digital
optical chopper

Pelican carrying case

Permanent IR Windows
(Various types available)

QS-I-Test
ȇˢǁɠˋǁʻɆɿɴ ʻȇʮʻ Ƿɿ˭

	� RELATIVE MEASUREMENTS FROM 0.1 TO 
30 THZ
VʦɿǁǿǷǁɴǿ֟ ʦɿɿɲ ʻȇɲʣȇʦǁʻˋʦȇ ɿʣȇʦǁʻɆɿɴ֟ ȇǁʮɆȇʦ 
ʻɿ ˋʮȇ ǁɴǿ ɠȇʮʮ ȇ˭ʣȇɴʮɆˢȇ ʻɁǁɴ ǁ ¹ɿɠǁˮ Ǹȇɠɠ

	 EASY TO INTEGRATE FORMAT
řěҩ ǁɴǿ řěҬ ʣǁǸɝǁȺȇʮ ɲǁɝȇ ʻɁȇ ŀŊ׀řÇƷ 
detectors small and easy to integrate in an 
ȇ˭ɆʮʻɆɴȺ ʮˮʮʻȇɲ

	 SEVERAL SENSOR SIZES AVAILABLE
Choice of 5 and 9 mm Ø

	 CALIBRATED AT 0.63 µm
!ɠɠ řḈ ǿȇʻȇǸʻɿʦʮ ǁʦȇ ǸǁɠɆǷʦǁʻȇǿ ǁʻ ǁ ʮɆɴȺɠȇ 
ˣǁˢȇɠȇɴȺʻɁ ַҤ֥Ҫҧ ᴮɲָ ǁɴǿ ɆɴǸɠˋǿȇ ǁ ʻˮʣɆǸǁɠ 
wavelength correction data from 0.25 to  
440 µm. They are used for relative 
measurements outside that range.

	 TEST BOX AVAILABLE
Wǁɴ Ƿȇ ˋʮȇǿ ˣɆʻɁ ɿˋʦ ŀŊ׀Ì׀řhŊř ʻȇʮʻ Ƿɿ˭ ˣɁɆǸɁ 
provides mounting and power supply

* Pictures for indicative purposes only

hˢȇʦˮ ɲɿǿȇɠ Ǹǁɴ Ƿȇ ̌ʻʻȇǿ ˣɆʻɁ ǁ ʣȇʦɲǁɴȇɴʻ Ìł ˣɆɴǿɿˣ 
to narrow the wavelength range:

 	    Ŋҩ֫Ҭ֞ ʮǁʣʣɁɆʦȇ ַҤ֥ҧ ׀ Ҩ֥ҩ ǁɴǿ ҥҤҤ ׀ ҥҤҤҤ ᴮɲָ
 	    ŀҩ֫Ҭ֞ ʥˋǁʦʻ́ ַҤ֥Ҧҩ ׀ ҧ֥Ҥ ǁɴǿ ҩҤ ׀ ҥҤҤҤ ᴮɲָ
 	    ŊɆҩ֫Ҭ֞ ʮɆɠɆǸɿɴ ַҥ֥Ҧ ׀ Ҭ֥Ҥ ǁɴǿ ҩҤ ׀ ҥҤҤҤ ᴮɲָ

http://gentec-eo.com/terahertz-power-meter
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ŊʣȇǸɆ̌ǸǁʻɆɿɴʮ
ABSORPTION CURVES
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Overview of the display modules
DISPLAYS & PC INTERFACES

We offer four models of meters with display: MIRO ALTITUDE and MAESTRO for both power and energy measurements, as well as 
TUNER and UNO for power readings. Connect one of these display devices to your detector and you have a complete laser power or 
energy measurement system

The TUNER power meter display presents both a large LCD display and an ultrafast 
ɴȇȇǿɠȇ֥ Ìʻ ǁɠʮɿ ȷȇǁʻˋʦȇʮ ɲɆɴ ǁɴǿ ɲǁ˭ Ɂɿɠǿʮ ȷɿʦ ǷɿʻɁ ǿɆʮʣɠǁˮʮ֟ Ǹɿɲȇʻ ʻǁɆɠ ɴȇȇǿɠȇ ǁɴǿ 
Ƿǁʦ ȺʦǁʣɁ ȷˋɴǸʻɆɿɴ֥ řɁȇ řŧąhł Ǹɿɲȇʮ Ɇɴ ¹ȇɴʻȇǸ׀hěחʮ ȇʦȺɿɴɿɲɆǸ ǿȇʮɆȺɴ֟ ˣɆʻɁ ǁ ɠǁʦȺȇ 
öW^ ǿɆʮʣɠǁˮ ǁɴǿ ȇǁʮˮ ʻɿ ˋʮȇ ǿɆʦȇǸʻ ǁǸǸȇʮʮ ɝȇˮʮ֥

  �ŧöřł!ֻ·!Ŋř řŧąÌą¹ ąhh^öh 

řɁȇ ŧąě Ɇʮ ǁ ʮɆɲʣɠȇ ʣɿˣȇʦ ɲȇʻȇʦ ǿɆʮʣɠǁˮ֟ ˣɆʻɁ ɠǁʦȺȇ Ǹɿɴʻʦǁʮʻ ̌ȇɠǿʮ ǁɴǿ ǿɆʦȇǸʻ ǁǸǸȇʮʮ 
Ƿˋʻʻɿɴʮ֥ Ìʻʮ ȇ˭ʻʦȇɲȇɠˮ ɠɿˣ ʣɿˣȇʦ ǸɿɴʮˋɲʣʻɆɿɴ ǁɠɠɿˣʮ Ɇʻ ʻɿ ˣɿʦɝ ɿɴ ʮʻǁɴǿǁʦǿ ǁɠɝǁɠɆɴȇ 
ǷǁʻʻȇʦɆȇʮ֟ ɲǁɝɆɴȺ Ɇʻ ʻɁȇ ǿɆʮʣɠǁˮ ɿȷ ǸɁɿɆǸȇ ȷɿʦ ʮȇʦˢɆǸȇ ʻȇǸɁɴɆǸɆǁɴʮ ˣɿʦɝɆɴȺ Ɇɴ ʻɁȇ ̌ȇɠǿ֥ 
ƘɆʻɁ ʻɁȇ ɠɿˣȇʮʻ ʣʦɆǸȇ ȷɿʦ ǁ ǿɆʮʣɠǁˮ ɲȇʻȇʦ֟ ʻɁȇ ŧąě Ɇʮ ʻɁȇ ʣȇʦȷȇǸʻ ǸɁɿɆǸȇ ˣɁȇɴ ɠɿɿɝɆɴȺ 
for a reliable, entry-level power meter.

  �ECONOMICAL POWER METER

āÌłě !öřÌřŧ^h Ɇʮ ¹ȇɴʻȇǸ׀hěחʮ ̎ǁȺʮɁɆʣ ʣʦɿǿˋǸʻ ȷɿʦ ʦȇǁǿɆɴȺ ɠǁʮȇʦ ʣɿˣȇʦ ǁɴǿ ȇɴȇʦȺˮ֥ 
It was designed to help engineers and service technicians increase their productivity 
ʻɁǁɴɝʮ ʻɿ ɴˋɲȇʦɿˋʮ ɆɴɴɿˢǁʻɆˢȇ ȷȇǁʻˋʦȇʮ Ɇɴ ǷɿʻɁ Ɂǁʦǿˣǁʦȇ ǁɴǿ ʮɿȷʻˣǁʦȇ֥ hɴʻȇʦ 
modern times of laser beam measurement with MIRO ALTITUDE.

ŊˋʣȇʦǸɁǁʦȺȇ ˮɿˋʦ ʣʦɿǿˋǸʻɆˢɆʻˮ ˣɆʻɁ ǁɴ ɆɴʻˋɆʻɆˢȇ ˋʮȇʦ ɆɴʻȇʦȷǁǸȇ֟ ǁɴ ȇ˭ʻʦǁ ɠǁʦȺȇ ʮǸʦȇȇɴ֟ 
tons of connectivity possibilities, 3 convenient display modes, a built-in dataviewer 
ǁɴǿ ǁ ǷˋɆɠʻ׀Ɇɴ ̌ɠȇ ɲǁɴǁȺȇʦ֥

  �PROFESSIONAL LASER POWER & ENERGY METER

TUNER

UNO

MIRO ALTITUDE

The MAESTRO power & energy meter is our top of the line display device with an 
ȇ˭ʻʦǁ׀ɠǁʦȺȇ ҩ֥Ҫ Ɇɴ Ǹɿɠɿʦ öW^ ǿɆʮʣɠǁˮ ǁɴǿ ȷˋɠɠˮ ʻɿˋǸɁʮǸʦȇȇɴ Ǹɿɴʻʦɿɠʮ֥ ƘɆʻɁ Ɇʻʮ ˋɴɆʥˋȇ 
user interface and faster electronics, it will do more, in less time, and with less effort 
ʻɁǁɴ ǁɴˮ ɿʻɁȇʦ ɲȇʻȇʦ ɿɴ ʻɁȇ ɲǁʦɝȇʻ֡

  �LASER POWER & ENERGY METER

MAESTRO
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MIRO ALTITUDE

gentec-eo.com/displays-and-pc-interfaces

KEY FEATURES

WěąąhWřÌƗÌřƣ

ąhƘ֡ Wěāľ!řÌVöh ƘÌřÇ Ìąřh¹ł!

Touchscreen, single-channel, laser power & energy meter

	 �NEW! ALSO COMPATIBLE WITH INTEGRA
Combine INTEGRA and MIRO ALTITUDE for 
a portable solution to display and log your 
measurements

	� READS ALL HEADS
Power: thermopiles, photodetectors and pyroelectrics
Energy: thermopiles (in SSE mode) and pyroelectrics

	� LARGE TOUCHSCREEN DISPLAY
10in diagonal
ҥҦҬҤ ˭ ҬҤҤ ʦȇʮɿɠˋʻɆɿɴ
Touchscreen controls

	� INTUITIVE USER INTERFACE
Easy to navigate interface, with 3 display modes: 
scope, needle and bar chart.
Instant access to the detector settings

	� REAL-TIME STATISTICAL FUNCTIONS
āǁ˭֟ ɲɆɴ֟ ǁˢȇʦǁȺȇ֟ ʮʻǁɴǿǁʦǿ ǿȇˢɆǁʻɆɿɴ֟ łāŊ ǁɴǿ ľřľ 
stability, and repetition rate

	� MULTIPLE OUTPUTS
āˋɠʻɆʣɠȇ ŧŊV ʣɿʦʻʮ ȷɿʦ Ǹɿɲʣˋʻȇʦ ǸɿɴɴȇǸʻɆɿɴ ǁɴǿ 
ǸɁǁʦȺɆɴȺ ַҥ˭ ŧŊV׀W֟ Ҧ˭ ŧŊV׀!ָ֟ VąW ǁɴǁɠɿȺ ɿˋʻʣˋʻ֟ 
łŊ׀ҦҧҦ֟ hʻɁȇʦɴȇʻ֟ ʣʦɿȺʦǁɲɲǁǷɠȇ Ì֫ě ַǸɿɲɆɴȺ ʮɿɿɴָ

Pelican carrying case STAND-R-443

h˭ʻʦǁ ŧŊV׀W ʻɿ ŧŊV׀! 

h˭ʻʦǁ ǸǁʦʦˮɆɴȺ ʮɠȇȇˢȇ

Additional 12V power supply ľɿˣȇʦ Ǹɿʦǿ ȇ˭ʻȇɴʮɆɿɴ

New
 p

ro
duct

Ҧ˭ ŧŊV

Power supply

Ethernet
GPIO (coming soon)

Detector Analog out 
Sync. out 
h˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ

RS-232
ŧŊV׀W
(PC & charging)

http://gentec-eo.com/displays-and-pc-interfaces
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MAESTRO
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ACCESSORIES

DISPLAY AND LOG MEASUREMENTS

KEY FEATURES

WěąąhWřÌƗÌřƣ

Touchscreen, single channel, power & energy monitor

ŧŊV֟ łŊ׀ҦҧҦ֟ ȇ˭ʻȇʦɴǁɠ ʻʦɆȺȺȇʦ ᵎ 
analog out cables

Pelican carrying case

Vǁʻʻȇʦˮ ʣǁǸɝAdditional 9V power supply

	 READS ALL HEADS

•ת Power: thermopiles, photodetectors and 
pyroelectrics

•ת Energy: thermopiles (in single shot mode),  
photodetectors and pyroelectrics

	� LARGE  TOUCHSCREEN COLOR LCD 
DISPLAY

•ת ҩ֥ҪɆɴ ǿɆǁȺɿɴǁɠ
•ת FULLY touchscreen controls

	 UNIQUE ERGONOMIC DESIGN
Great for both handheld and tabletop use, with 
Ɇɲʣʦɿˢȇǿ ʦˋǷǷȇʦ Ƿǁɴǿʮ ǁɴǿ ɝɆǸɝʮʻǁɴǿ ȷɿʦ Ƿȇʻʻȇʦ 
stability

	 INTUITIVE USER INTERFACE
Easy to navigate interface, with many display 
features:

•ת Single or dual graph display
•ת Instant access to the main functions
•ת Function search tool
•ת Interface available in multiple languages

	 USB KEY ACCESS
Ŋʻɿʦȇ ǿǁʻǁ ǿɆʦȇǸʻɠˮ ɿɴ ǁ ŧŊV ɝȇˮ

	 REAL-TIME STATISTICAL FUNCTIONS
āǁ˭֟ ɲɆɴ֟ ǁˢȇʦǁȺȇ֟ ʮʻǁɴǿǁʦǿ ǿȇˢɆǁʻɆɿɴ֟ łāŊ ǁɴǿ 
PTP stability, pulse # and repetition rate

	 AVAILABLE OUTPUTS
ŧŊV ôȇˮ֟ ǁɴǁɠɿȺ ɿˋʻʣˋʻ֟ łŊ׀ҦҧҦ֟ ľW׀ŧŊV֟ 
Ethernet

ŧŊV ַľWָ

Ethernet

Detector

9VDC

RS-232 
h˭ʻ֥ ʻʦɆȺȺȇʦ 
Analog out

ŧŊV ɝȇˮ

MULTIPLE LANGUAGES

DISPLAYRANGE MODE ZEROɚ
1064 nm Auto - 3 W Power OFF Real Time

Set Device

AboutStartup
Config

DisplaySet Measure Acquisition

HOME HOME

HOME 1064 nmAuto - 3 WPowerOFFReal Time

1064 nm Auto - 3 W Power OFF Real Time

Number
of Digits

Serial
Commands Ethernet Languages

SET DEVICE

Recalibrate
Touchscreen

1064 nm Auto - 3 W Power OFF Real Time
SET MEASURE

Wavelength Range

Trigger Level

Measure
Mode

Corrections

1064 nm Off
RANGE DISPLAY DATA

ACQUIS.Auto Power Real Time 1064 nm Off

226 mW

0.380 W

0.534 W

0.688 W

0.842 W

15.5 sec 17.5 sec 19.5 sec 21.5 sec 23.5 sec 25.5 sec

0.996 W

RANGE DISPLAY DATA
ACQUIS.Auto Power Scope 1064 nm Off

0.0

3.0

6.0

9.0
12.0 15.0 18.0

21.0

24.0

27.0

30.0

Max: 25.12 mW
Min: 11.58 mW

RANGE DISPLAY DATA
ACQUIS.Auto Power Needle
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UNO, TUNER

gentec-eo.com/displays-and-pc-interfaces

ACCESSORIES

Single-channel power monitors

Pelican carrying caseWall supportAdditional 9V power supply

	 ECONOMICAL
Get the best value for your money with these 
Ɇɴȇ˭ʣȇɴʮɆˢȇ ǁɴǿ ʮɆɲʣɠȇ׀ʻɿ׀ˋʮȇ ʣɿˣȇʦ ɲɿɴɆʻɿʦʮ

	 READS ALL POWER DETECTORS
Thermopiles and photodetectors 

	 LARGE LCD DISPLAY

	 SINGLE-BUTTON NAVIGATION
Direct access and long press access to the main 
functions

	 LOW CONSUMPTION
öǁʮʻʮ ҩҤҤ Ɂɿˋʦʮ ˣɆʻɁ Ҩ !! ǁɠɝǁɠɆɴȇ ǷǁʻʻȇʦɆȇʮ
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Product characteristics
CUSTOM / OEM PRODUCTS

¹ȇɴʻȇǸ׀hě ɿȷȷȇʦʮ ěhā Ǹˋʮʻɿɲȇʦʮ ʻɁȇ ɁɆȺɁȇʮʻ ̎ȇ˭ɆǷɆɠɆʻˮ ʮɿ ʻɁǁʻ ˮɿˋ ɲǁɝȇ ɴɿ ǸɿɲʣʦɿɲɆʮȇ֥ ƘɁȇʻɁȇʦ ˮɿˋ ˣǁɴʻ ǁ ǿɆȷȷȇʦȇɴʻ ɁɿˋʮɆɴȺ֟ ǁ 
ʮʣȇǸɆ̌Ǹ ʮȇɴʮɆʻɆˢɆʻˮ ɿʦ ǁɴɿʻɁȇʦ ɿˋʻʣˋʻ ǸɿɴɴȇǸʻɿʦ֟ ˣȇ Ɂǁˢȇ ǁ ʮɿɠˋʻɆɿɴ ȷɿʦ ˮɿˋ֥ Ƙȇ ˣɆɠɠ ǸˋʮʻɿɲɆ́ȇ ȇ˭ɆʮʻɆɴȺ ɲɿǿȇɠʮ ɿʦ ǿȇʮɆȺɴ ǁ ˣɁɿɠȇ ɴȇˣ 
detector to meet your needs.

!ʮ ǁɴ ěhā֟ ˣȇ ɝɴɿˣ ʮʣǁǸȇ Ɇʮ ɿȷʻȇɴ ǁ ǸɿɴʮʻʦǁɆɴʻ֥ řɁɆʮ Ɇʮ ˣɁˮ ˣȇ ɿȷȷȇʦ ˢȇʦˮ ǸɿɲʣǁǸʻ 
ǿȇʻȇǸʻɿʦʮ ʻɿ ȇǁʮȇ ʻɁȇ ɆɴʻȇȺʦǁʻɆɿɴ ɆɴʮɆǿȇ ɲǁǸɁɆɴȇʮ֥ ŧʮȇʦʮ Ǹǁɴ ɲɆ˭ ǁɴǿ ɲǁʻǸɁ 
ȇ˭ɆʮʻɆɴȺ ǿȇʻȇǸʻɿʦʮ ǁɴǿ ǸɿɿɠɆɴȺ ɲɿǿˋɠȇʮ ȷʦɿɲ ǁ ɠǁʦȺȇ ʮȇʻ ɿȷ ǸɿɲǷɆɴǁʻɆɿɴʮ֥

COMPACTNESS

PERFORMANCE

CONNECTIVITY

Anticipation

Ҥ׀ҭҩ׳ᴰ ɿȷ ʻɁȇ ʮɆȺɴǁɠ Ɇɴ ǁʮ 
ʥˋɆǸɝɠˮ ǁʮ Ҥ֥ҧ ʮ ˣɆʻɁ  
the small UD12-70-H5  
ǁɴǿ Ɇɴ Ҥ֥Ҫ ʮ ˣɆʻɁ ʻɁȇ  
UD19-150-H5 using our 
ȇ˭ʻȇʦɴǁɠ ľWV֥

CornkŃecvkqp

!ǿɘˋʮʻ ˮɿˋʦ ǿɆʮɝ ʮȇɴʮɆʻɆˢɆʻˮ 
to get the perfect voltage 
for your acquisition 
ʮˮʮʻȇɲ֥ ^Ɇʮɝʮ Ǹǁɴ Ƿȇ 
ǁǿɘˋʮʻȇǿ ȷʦɿɲ Ҥ֥Ҥҥ Ɨ֫Ƙ 
ˋʣ ʻɿ ҥҤ Ɨ֫Ƙ ǿȇʣȇɴǿɆɴȺ 
on the model.

Filtering

Eliminate the high 
frequency noise coming 
from the environment 
with the integrated low-
ʣǁʮʮ ̌ɠʻȇʦ ɿȷ ɿˋʦ ľWV֥

DB15

This connector contains 
an EEPROM with custom 
calibration data for 
both power and energy 
detectors.

BNC

řɁȇ VąW ɿˋʻʣˋʻ ȺɆˢȇʮ ˮɿˋ 
fast, easy installation and 
direct connection to an 
oscilloscope

Molex or bare wires

řɁȇ Ɇɴʻȇʦɴǁɠ ľWV ȺɆˢȇʮ ǁɴ 
ǁɲʣɠɆ̌ȇǿ ʮɆȺɴǁɠ ɿˋʻʣˋʻ 
that can be accessed via 
ǁ āɿɠȇ˭ ǸɿɴɴȇǸʻɿʦ ǁɴǿ 
cable or bare wires. It is 
convenient for integrated 
systems.

(4) N/A

(2) Supply 12 VDC
(3) Ground/ShieldØ 12

38

38

34.1

(1) Signal Out

Gentec-EO offers you several types of output connectors, from the more standard 
^Vҥҩ֟ VąW ǁɴǿ āɿɠȇ˭ ʻɿ ǁɴˮ ȇ˭ɿʻɆǸ ʻˮʣȇ ˮɿˋ ɲǁˮ ɴȇȇǿ֥

http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ud10-2-h5-l?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ud12-70-h5?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ud19-200-h9?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ud19-50-w5?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ud25-350-h12?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/ud55-700-hd?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qs5-l?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qs9-l?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qs5-h?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qs9-h?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qs5-il?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/qs9-il?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click


http://gentec-eo.com/customization


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/quad-20-mt-e?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/quad-20-mt-p?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/quad-9-mt-e?utm_source=catalog&utm_medium=link-click
https://www.gentec-eo.com/products/quad-9-mt-p?utm_source=catalog&utm_medium=link-click


https://www.gentec-eo.com/?utm_source=catalog&utm_medium=link-click
mailto:service%40gentec-eo.com?subject=
https://www.gentec-eo.com/fr/nous-contacter/soutien-et-demande-de-rma


https://www.gentec-eo.com/resources/product-catalog?utm_source=catalog&utm_medium=link-click
Nick Webb
New Stamp


	ABOUT GENTEC-EO
	POWER DETECTORS
	LOW POWER
	PH
	PRONTO-SI
	UM-B
	XLP12

	GENERAL USE
	UP10-H
	UP12-H
	UP17-H/W
	UP19-H
	PRONTO-250
	UP25-H
	UP55-H
	UP55-HD

	HIGH-PERFORMANCE ABSORBERS
	UP19-W
	UP55-W
	UP16-QED
	UP52-QED
	IS

	HIGH POWER
	HP60
	HP100
	SUPER HP
	HIGH-POWER PRONTO
	BD

	ABSORPTION CURVES

	ENERGY DETECTORS
	LOW ENERGY
	PE
	QE-B
	MACH 6

	GENERAL USE
	QE12-MB
	QE25-MB
	QE50-MB
	QE65-MB
	QE95-MB
	QE195-MB

	HIGH SPEED
	QE12-MT
	QE25-MT
	QE50-MT
	PRONTO-500-IPL
	CALORIMETERS

	ABSORPTION CURVES

	BEAM PROFILING
	BEAM PROFILERS
	BEAMAGE

	QUALITY ANALYZERS
	BEAMAGE-M2

	POWER MANAGEMENT
	ND
	BA

	WAVELENGTH MANAGEMENT
	UV CONVERTERS
	IR ADAPTOR
	FILTERS

	BEAM SIZE MANAGEMENT
	CL

	ABSORPTION CURVES

	TERAHERTZ DETECTORS
	LOW POWER
	THZ-B
	THZ-I-BNC

	GENERAL USE
	THZ-D

	SENSORS
	QS-THZ

	ABSORPTION CURVES

	DISPLAYS & PC INTERFACES
	DISPLAY DEVICES
	MIRO ALTITUDE
	MAESTRO
	UNO, TUNER

	PC INTERFACES
	U-LINK
	S-LINK
	P-LINK
	M-LINK

	ALL-IN-ONE DETECTORS
	INTEGRA
	PC-GENTEC-EO
	BLU


	CUSTOM / OEM PRODUCTS
	OEM SENSORS
	UD
	QS

	CUSTOM PRODUCTS
	CUSTOM DESIGN EXAMPLES
	10PW “PORTABLE BLACK HOLE”
	QUAD


	DISTRIBUTORS WORLDWIDE
	RETURNS & WARRANTY

